BUSWAY
SYSTEMS

Sentron® Busway Systems

e SELECTION
Fusible Cubicles, Molded Case Circuit Breaker Cubicles
Fusible Cubicles® Power Circuit Breaker®
3-Pole, 600V AC Interrupting Capacity List Price $
: Symmetrical (RMS) Amperes | With Breaker
s IP Ratings Breaker | Maximum | >Y ( ) Amp
P Frame Ampere 3 Phase,
Rating IP40 IP43 IP54 Size® Rating 240 Volt | 480 Volt | 600 Volt | 3-Pole | 4 Wire
200 4370. 4470. 4920.
400 4770. 4870. 5360. Type RL
600 6;30- 6230. 6850. RL-800 800 30,000 | 30,000 | 30,000 | 20380. | 34320.
800 9270. 9370. 10300. RL-1600 | 1600 50,000 | 50,000 | 50,000 | 29480. | 60070.
1200 11290. 11390. 12530. RL-2000 | 2000 65,000 | 65,000 | 65,000 42680. | 65560,
RL-3200 | 3200 65,000 | 65,000 | 65,000 90520. | 137300.
4-Pole, 480/277V RL-4000 | 4000 85,000 | 85,000 | 85,000 | 131140. | 205950,
200A 4440. 5320. 5850.
400A 5680. 5780. 6370. Type RL (Fused)
600A 7320. 7410. 8160.
800A 10060 10150 11170 RLF-800 | 800 200,000 | 200,000 | 200,000 | 31680. | 33270.
1200A 12610. 12710. 13990. RLF-3200 | 3200 200,000 | 200,000 | 200,000 | 54100. | 55540,
: : : RLF-4000 | 4000 200,000 | 200,000 | 200,000 | 131390. | 134360.
Molded Case Circuit Breaker Cubicles Bolted Pressure Switches
3-Pole _ Ampere 480 Volt 600 Volt
Breaker Ampere IP Ratings Rating 3-Pole 4-Pole 3-Pole 4-Pole
Frame Rating 1P40 1P43 P54 800 14396EF 19250. 19850. 20220.
i 86 200-400 6000. 6090. 6700. 1200 21680. 22200. 22750. 23300.
6 300-600 9440. 9530. 10500.
MD6 600-800 12790, 12890. 14180, 1600 23710. 24440. 24930. 25640.
ND6 800-1200 16160. 16260. 17830. 2000 29020. 29870. 30470. 31380.
PD6 1400-1600 18870. 18970. 20870. 2500 34400, 35540, 38110, 37320.
RD6 1800-2000 21440. 21540. 23820.
3000 44320. 45660. 46540. 48000.
4-Pole 4000 62430. 64650. 65550. 67890.
JD6 200-400 6240. 6340. 6970.
LD6 300-600 9740. 9840. 10810.
MD6 600-800 13470. 13560. 14910.
ND6 800-1200 16550. 16640. 18310.
PD6 1400-1600 19130. 19230. 21160.
RD6 1800-2000 21760. 21860. 24040.
Molded Case Digital Circuit Breaker Cubicles
3-Pole 4-Pole
Breaker Ampere IP Ratings Breaker Ampere IP Ratings
Frame Rating P40 1P43 IP54 Frame Rating P40 1P43 IP54
SJD6 6000. 6090. 6700. SJD6 6240. 6340. 6970.
SJD6G 8460. 8560. 9420. SJD6G 8720. 8820. 9700.
200-400 200-400
SJDBNT 7460. 7550. 8310. SJDBNT 7720. 7810. 8710.
SJDBNGT 10180. 10280. 11290. SJDBNGT 10430. 10520. 11580.
SLD6 9440. 9550. 10500. SLD6 9740. 9840. 10810.
SLD6G ’ 11750. 11860. 13040. SLD6G ) 12050. 12150. 13360.
SLDBNT 300-600 10830. 10930. 12030. SLDBNT 300-600 11110. 11210. 12340.
SLD6NGT 13620. 13730. 15090. SLD6NGT 13930. 14020. 15410.
SMDBA 13400. 13490. 14840. SMDBA 14060. 14170. 15590.
SMD6AG 600-800 14950. 15050. 16560. SMD6AG 600-800 15580. 15680. 17290.
SMDBANT 13670. 13780. 15160. SMDBANT 14360. 14460. 15900.
SMDBANGT 14840. 14950. 17000. SMDBANGT 15630. 15720. 17830.
SND6A 17320. 17410. 19160. SNDBA 17700. 17800. 19590.
SND6AG 800-1200 18020. 18980. 20880. SND6AG 800-1200 19270. 19370. 21290.
SNDBANT 17880. 17990. 19780. SNDBANT 18270. 18380. 20210.
SNDBANGT 20580. 20670. 22740. SNDBANGT 20960. 21060. 23160.
SPD6 18870. 18970. 20870. SPD6 19130. 19230. 21160.
SPD6G 18930. 19040. 20940. SPD6G 19200. 19300. 21220.
1400-1600 1400-1600
SPDBNT 20230. 19590. 21540. SPDBNT 19160. 19270. 21200.
SPDBNGT 21160. 21270. 23380. SPDBNGT 21430. 21530. 23670.
®Fuses not included. Refer to Siemens Publication BUSA-05500 entitled,
®@For electrically operated. (specify control voltage). “Sentron B Selection & Application Guide” for

technical informa'tion and physical parameters.
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