Busway Systems
—  Taaaaa. SELECTION

Power Distribution XL-U® Copper (225-6500 Amperes)
2256500 Amperes / 600 Volts or Less
Non-Ventilated 225-600 Amperes

Accessory Labor Charge $ Complete Device Price $
Non® Expansion Tap Box® Wall Flange® Floor Support End Closure Hangers®
Ampere | Fusible |Fusible® | Section End Center Catalog | List Catalog | List Catalog | List Draft | Weather | Catalog | List
Rating | Reducer | Reducer | SuffixJ Suffix B [Suffix M | Number | Price $ [Number | Price $ | Number | Price $ | Barrier | Stop Number | Price $
3-Pole
225 —_ —_ 1460. 1090. UF145 UFS145 UE145 UH145
400 580. 2370. 1660. 1640. 1000. UF145 174. UFS145 | 327. UE145 218. 327. 650. UH145 49,
600 580. 2370. 1660. 2340. UF145 UFS145 UE145 UH145
4-Pole Full Neutral
225 —_ —_ 1740. 1340. UF145 UFS145 UE145 UH145
400 690. 2820. 1980. 1470. 1170. UF145 174. UFS145 | 327. UE145 218. 327. 820. UH145 49.
600 690. 2820. 1980. 1580. UF145 UFS145 UE145 UH145

Ventilated 800-5000 Amperes with Ground Bus

;\:I’:‘ egre Accessory Labor Charge $ Complete Device Price $
Edge- | pNon® Expansion Tap Box® Wall Flange® Floor Support End Closure Hangers®
wise Fusible |Fusible® |Section End Center Catalog | List Catalog | List Catalog | List Draft | Weather | Catalog | List 7]
| | | Reducer | Reducer | Suffix J Suffix B |Suffix M | Number | Price $ | Number | Price $ | Number | Price $ | Barrier | Stop Number | Price $ "f, %
]
3-Pole o ,E,
800 810. 3410. 2440. 2510. UF145 UFS145 UE145 UH145 n =<
1000 810. 3410. 2440. 2510. UF145 UFS145 UE145 UH145
1200 810. 3410. 2440. 3350. 1050. UF145 174. |UFS145 | 327. UE145 218. 327. 700. UH145 | 49.
1350 810. 3410. 2440. 3350. UF145 UFS145 UE145 UH145
1600 1100. 4620. 3300. 3490. 1360. UF155 UFS145 UE155 UH155
2000 1100. 4620. 3300. 3490. UF155 UFS145 UE155 UH155
251.
2500 1100. 4620. 3300. 3490. 1360. UF175 UFS179 392, UE175 530. 392. 1010 UH175 60.
3000 1100. 4620. 3300. 3490. UF195 UFS179 UE195 UH195
4000 1390. 5830. 4160. 3710. UF275 850 UFS279 550 UE275 UH275
5000 1390. 5830. 4160. 3710. 1680 UF275 * |UFS275 . UE275 850 550 1330 UH275 -
6000 1390. 5830. 4160. 3710. ’ UF295 [1000. |UFS279 | 850. UE295 ’ ' ’ UH295 ’
6500 1390. 5830. 4160. 3710. UF295 UFS279 UE295 UH295
4-Pole
800 810. 3410. 2440. 1380. UF145 UFS145 UE145 UH145
1000 810. 3410. 2440. 1380. UF145 UFS145 UE145 UH145
1200 810. 3410. 2440. 1380. 1240. UF145 174. UFS145 UE145 UH145 | 49.
1350 810. 3410. | 2440. 1380. UF145 UFS145 |327. |UE145 |218. |327. 890. UH145
1600 1100. 4620. 3300. 3270. 1650 UF155 UFS145 UE155 UH155
2000 1100. 4620. 3300. 3270. : UF155 251 UFS145 UE155 UH155
2500 1100. 4620. 3300. 3270. UF175 ' UFS179 UE175 UH175 | 60.
1650. 2. . 2. 1300.
3000 1100. 4620. 3300. 3270. 650 UF195 UFS179 39 UE195 530 39 300 UH195
4000 1390. 5830. 4160. 4830. UF275 850 UFS279 550 UE275 550 UH275
5000 1390. 5830. 4160. 4830. 1940 UF275 : UFS279 . UE275 : 1590 UH275 | 71.
6000 1390. 5830. 4160. 43830. UF295 H000 UFS279 850 UE295 850. 810 ’ UH295
6500 1390. 5830. 4160. 43830. UF295 : UFS279 : UE295 :
égt‘i’:::e Minimum | Lugs Busway |Ampere  (Phase Bar Ground Bus Ma?terial
of Center | Width Gutter Per System | Rating Material [Copper [Aluminum
Tap Box | (Inches) | (Inches) Phase 225-600A 100%  [100%
- XL-U 800-2500A Al and C 50% 50%
0-600 25 16 (2) 600 M kemil = 3000A and Cu | ggo, 25%
0-1350 30 19 (4) 600 M kemil 4000-6500A 25% 25%
For inches / millimeters conversion, see Application Data Note: Ventilated busway has aluminum ground bus
Section. as standard.
®For reducer, consult page 354. On fusible reducers no Refer to publication BUSA-05400 entitled, “XLU Busway
fuses are supplied. Selection & Application Guide” for technical information
@Tap boxes furnished with standard pressure wire grip and physical parameters.

connectors. For compression lugs add 30% to list price.
®Floor and ceiling flanges are ordered by description.
Price the same as wall flanges.
@For rod-hanger adaptor UJ100 see page 371.
®For full capacity above 1350A, consult factory.

Discount Schedule M Siemens Electrical Products SPEEDFAX 2000 .



