Wire Termination

in-Sure™ Push-In Wire Connectors

B Clear shell makes connection easy 10 inspect

B Low wire insertion force for fast. easy connections

B Mo-twist connection reduces repetitive motion fatigue

B Check port for continuity testing

B Electrolytic tin-plated intemal copper bus for high conductjvity

B Accepts wire sizes (any combination):

Salid - Copper wine
#20 AWG - #12 AWE solid

Sranded (lin-bonded) - Copper wine
#14 AWE - #12 AWG (stranding pattern 19 strand or less)
#16 AWG [strending patiem 26 sirand or bess)
#18 AWG [stranding patten 16 strand or less)

Siranded - Copper wire
#16 AWG - #14 AWG (stranding patbern 19 strand or less)
#18 AWG (stranding patiemn 7 sirane or less)

B UL 467 Listed for grounding and bonding applications

Lenath Widlh Height
Model Colfor Ports . mm | Il mm | In, | mm

8 | Gy | 5 |35 902 907 2308|729 | 1852

1542 | 603 |15.az 729 | 1852 |

9 | Black | 8 !.355‘9.02'1_3353533 7i7 | 1821 |
i = ek

Quantity Cal. No.
Boxaf 1000 | 38,
Boxof 5000 | 30-685
Jarof 200 | 30-086J
Boxof 1000 | 30-186
Boxal 5,000 | 30-606
Jarof 150 | 30-08TJ
Boxof 1000 | 30-187
Boxof 5,000 | 30-687
Jarof 100 | 30-088J
Boxof 1,000 | 30-188
| Boxol5000 | 30-688
_ arol 100 | 30-090J
Bacol 1000 | 30-190
Box of 5,000 |

COPPER TO COPPER QMY Do not use o8 3luminum
Tempershre miing: 10570 (221°F) naxdmun
GO0 maximem Building wire, S000Y maximum sigrs or lighiing fidems

g% % @ C€

Prewired devices for easy field installation
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