Set-Screw Wire Connectors

Set-Screw Holder
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B Eiminates need for restripping wire each time connecion s disturbed
B Solid brass sleeves in three sizes handle 18 through 12 AWG wires

B Set-screw easily and securely applies meaximum compression to
conductors 10 ensure a vibration-resistant splice
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B Parmits fast visual inspection of splice
B Tough, flame-retardant shell rated at 150°C (302°F)
W UL 486C Listed and C3A 22,2 #188 certified; comply with Federal

Specification W-5-610E

Wire Combination

Madel Range
300V
10 No. 22 thu 16 AWG Box of 100 30-210
Whin. 1 Mo. 20w/l K. 2
Max. 2 Mo 14 wi No. 16 Cartom of 1,000 30-310
B0V
" M_Nn ﬁ_‘lhrl.- 14 AWG Bow of 100 3021
in. 1 No. 14 w1 No, 20
Max.3MNo M4w2ho 1 | Caronol1000 30311
Gy
5 Mo, 20 thru 10 AW Bow of 100 30-222
Min. 1 N, 16 w3 Mo, 18
Max 2 Mo, 10w/ No 12 Carion of 1,000 d0-322
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B Convenient taol for holding and
tightening set-screw connectons

B Accepts IDEAL
Muodels 11 and 22
Set-3Crew conmectors

Cal. Mo,
K-2422

For Conneclor Models
11522

Noalox” Anti-Oxidant

W Anti-oxidant and anti-seizing compound improves efficiency
and service life of aluminum electrical applications

B Suspended zinc particles penetrate and cut aluminum oxide

W Provides additional inner-strand and inner-conductor current
paths for improved conductivity and cooler connections

B Carrier material excludes air to prevent further ooidation

B For use with all types of pressure-type wire connectors
including screw-on, tap, service entrance and split-bolt

B Reduces galling and seimng on aluminum conduit joints —
promotes goed ground continuity

Description Cat. Mo.

1#2-02. Tube Shsi

A-pz. Sgueeze bottle 30028

8-02. Squeeze boithe ki1

80z, Brush cap i e

1-gal. Bucket e

5-gal, Bucket o
.| 55-qal. Dram 01216
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1-800-435-0705 for Customer Senvice



