Wire Termination
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Crimp Connectors

W Designed for making fast, permanent, pressure-type connections
B Long, Zinc-plated steel sleeves maximize contact area

with conductors

B Solid copper slesves require less crimping pressure and resist

commsion in harsh envirenments

W Wil not vibrate loose when securely crimped

W Stesd crimp connectars are UL 486C Listed and CSA 22.2 #1488
Certified; comply with Federal Specification W-5-610E. Copper
crimp connector is UL 486C Listed only

Steel Crimp Conneclors
Wira Combination
Range
BO0Y
Mo, 18 theu 10 AWG
hfin. 1 Mo 14 & 1 Ho. 18
Max 2 Mo, 10 & 2 No. 14

GO0V
Mo, 16 thru 8 AWG
Min. 3 Mo, 12
Max. 4 Mo. 10

GO0V
Mo, 18 theu 4 AWG
Min. 1Mo, 14 &1 No. 16
Max. 2 Mo 8 &1 No. 6

Quantity | Cat. No.
Boxol 100 | 30-410
Catoncf1000 | 30-510 |
Kepof 10000 @ 30-610
Boxofdd | 30-401
 BaxoiSD | 30411
| Caronof1000 | 30-611
Buxol20 | 30402
 Boois) | o2 |
| Catonof1000 | 30-512

Dimensions (Inches)
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1-800-435-0705 for Customer Senvice

B Provide high diglectric and physical protection for UL Listed,
non-insulated pressura-type wirg conneclons

B Cap and loop desion eliminates nead for tape
B Unigue design completely covers splice — insulates both

ground and between wires
B Reusable and easy to install

B UL Listed and CSA Certified for 500V maximum building wiring
(1,000 maximum for fistures and signs); temperature rated at

75°C (167°F) maximum

Model Descriplion

45 Insulator for Mode: 408
& 410 sleevas

47 Insulatar for Moded 411
& 412 shegves

Quantity Cal. No.
Box al 20 J[ 30-4058
T Bk of 100 | 30-415
“Catonof 100 | 30515 |
Kegof 10000 | 30-615
Box ol 10 30-407
"~ Bonol50 | 30-417
“Caon o 1,000 | 30517

Dimensions (Inches)
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