Wire Termination

Dual-Rated (Al/Cu) Above-Ground Transformer Connectors

W Clear-coated, high-strength aluminum alley construction

Wire Dimensions (Inches)

Model Range Wires | w
NA250-4  250KCMIL-6AWG | 4 | 358 | 7/8 [ 1-1/8 | 88-103
= NAZSO-6  2SOKCMIL—GAWG | 6 | 538 | 78 |1-1/8 | 8B-104
000000 :
¢ NAZS0-8  250KCMIL-GAWG | 8 | 7418 | 78 [ 1-1/8 | 88-105
= " NASSO-4 | 3SOKCMIL-GAWG | 4 [327532| 1 | 138 | 88-106
a NABSO-6  JSOKCMIL-GAWG | 6 |52142| 1 | 1-38 |88-107
= NASD-S | JSOKCMIL-6AWG | & 71532 | 1 |18 |[ss1e8 | 7 O
-3 oo000]|] NASOD-4  SODKCMIL-2AWG | 4 | 42732 1 | 158 |88-108
Y o000 NASOO-6 | SODKCMIL-2AWG | 6 | 7732 | 1 | 158 | 88-110
2 — L —— NASO-8 |SOOKCMIL- 2AWS | & |91g/@ | 1 |15 | 88111
P T . | |
& i ND750-4 (TSOKCMIL- 2AWG | 4 | 658 | 2 | 2472 | 88-113
@ ND7S0-6 | 750 KCMIL—2 AWG | 6 0 | 2 |22 |8
ND750-8 | 7S0KCMIL-2AWG | 8 | 1338 | 2 | 22  B8-115

Insulating Covers for Above-Ground Transformer Connectors

o~
W Clear-coated, high-strength aluminum alloy construction
W Sizes to fit all connectors
D_irrwn:-ziuns |:4n|:-hu5:_|
Flexible plastisol AICE) | u .
b i i NC4-250 | 3778 932 | 338 | E5138
-|— NCA-250 : 573032 1-19/32 3-3a 88-137
D i NC8-250 L N < B X 85-138
: - -IJ_ MC4-350 4-1/8 | 1-27/32 138 88-139
T NC5-350 G | 1-21/32 338 B8-140
[:l ¥ NC8-350 1/ B I 3-9/8 88-141
NC4-500 5-5/32 2316 | 3 86152 | =
NC5-500 -5 2-316 | F3E 88-153
NCA-500 10-3/32 2-316 338 88-154

Mo cower ailable bor ND-T50 models
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