Wire Management

Voltage and Conduit Markers

Wirite-0On Marker Cards

Large:
1 marker per card

2-1Min. x 9 in. each w/1-3/4 in_ type

Medium:
4 markers per card

1-1/8 in. % 4-1/2 in. each w3/ in. type

Small:
18 markesrs per card

2-1/4 in. % 1/2 In. each w56 in_ ype

B Identify junction boxes, switches, circuit breakers, raceways,

pipe and fuse boxes

B Mon-conductive for user safety
B High-adhesion properties with easy removability
B vVinyl-impregnated cioth construction provides long-lasting

durability

B Resist abrasion, moisture, dirt and ail
B Mon-smear, black legend on bright crange background for

high visibility

Specifications:

Temperatura Ranga; -40°F ko 180°F {-40°C 1 B2°C)

Adhesian: 45 oz.fin. width ullimate
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W Use for developing personal
identification systems i

W Cloth write-on surface accepts most l{r?ﬂ |
wiriting instruments "lj‘.l"l

Specifications:

Temperature Range: -40°F 10 180°F :
[-40°C bo 82°C) '
Adhession; 45 z.fin, widlh ultimale

Markear Size Markers

(Imches) per card Cat. Mo
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Marking Pens

B Fast-drying, permanent ink
will not smear

B Use on write-on marker

cards and write-on
cable-tie marker plates
B Color-coded in red or black w

Description Gat. No.
Marking Pen w/black ink 41-697
Marking Pen wired ink 41-698
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