Wire Management

Thermo-Shrink® Thin-Wall Thermo-Shrink” Heavy-Wall
Heat Shrinkable Tubing Heat Shrinkable Tubing
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B TS-&6 irradiated cross-linked polyolefin with 2:1 standard

shrink ratio B TS-46 imadiated cross-linked polyolefin
B Forms tough, smooeth insulated covering resistant to common with 3:1 standard shrink ratio
fluids and solvents B Adhesive liner pr;:n.ride:s complete insulation and protection to
B Fame-retardant material g:fgltigﬂc-g!jﬁr;hces in above-grade, underground or undenwvater
W Meets UL 224, 125°C; C5A C22.2 No. 188.1, 125°C; y o
MIL-DTL-23053/5 Class 1 & 2; AMS 3636 & 3637; B Maximum flame retardancy
DEF STAN 55-97, Issue 3, Type 2a B Meets UL 486D, CSA £22.2 No. 198.2, ANSI C118.1, Western
i . i _EE® ° Underground Guides Nos, 2.4, 2.5, MIL-OTL-23063/15, IEEE
= Eoimiyionn ore/eiing Vnpeelee o 000 WIEES 383 Vertical Flame Test, ANS| C37.20.2, ICEA S-19-8 and
B Shrink temperature of 120°C MEMA, insulation thickness requirements
Mominal B Continuous aperating temperature from -55°C to 110°C
Tubing | Expanded | Recovered Recavered Wire Cal. i i
Size {in.) |1.D. (Min.)| 1.D. (Max.} | Wall Thickness | Size* | Length | No. W Rated for 600V, 90°C continuous use
o fin |46-310 W Shrink temperature of 120°C
18 A% 0E2 020 AW 21 |46-311 i | Nominal
! | ! 1.&&&_&._45—_!_12 Expanded | Reco red| Recovered Cal,
| 20-14 fiin, | 46-313 1.0, (Min.) |10 (Max.})| Wall Thickness | A
316 a7 083 [ NG 2. | 46-314 | & |
1,000, 46-315 TS-46-400 | 400 150 060 e |9 |4834
14 6in |46:316 . 48 |46-346
114 250 125 025 e 2 46317 T T
B TS46-750 | 750 | 240 0% ‘ o2 9 |a6ae8
B4 Gin. |46-310 48 _45—350
38 75 87 025 WG ZR 46-320 B | [ B |46-351
B TS46-1100| 1100 | 350 | 99 46352
4 | €. 46-322 [ 48 46-354
12 00 250 025 2 2it.  46-323 T | T ta Vs
NG | 20 5 46-356
Rl [ TS45-1500 1500 | 470 i60 | 30 | 12 |46-357
.05 | Gin. | 46-325 [ | | MCM | 48 | 46-358
34 750 375 00 Vo | 21 |46-326 = | T o i
| | 200R 43271 qosp0000| 2000 | 530 160 500 | 18 46-371
o 0-500 E:é ilrl. -Egg | MCM | 48 46-372
| 1m0 | 50 05 | : : - :
MCM 100 % | 46-330 Eﬁﬁ;;.::uni;m marmtacturers catalog tor specdic 0.0, of wire @Q
*Consull (he wire mamutaclurers calalog for specific 0.0, of wire 2nd insulation m ustes

Thermo-Shrink® Medium-Wall Heat Shrinkable End Caps

W T3-46 irradiated cross-linked polyolefin

B Adhesive liner provides complete emdronmental protection
and insulation

B Provide water-tight seal and resist cormosion, oils and chemicals
B Heat indicating lines Expanded | Recovered |  Recovered Length

: I.0. {Min.) | 1.0, {Max.) | Wall Thickness| Cable Sizes | (Inches)
B Protect cable ends during storage | !

; 5 | e B1ANG | 30

B Continuous operating temperature from -55°C to 110°C T o | 080 2/0-500 MCM | T

B Rated for 500/1,000V, 80°C continuous use 15 | 50 | OB0 | 500-1.500 MCM . 45 |

W Sheink temperatura of 120°C 276 | 10 | 080 | 2000-2500MCM| 50 |46-384
a7 | 15 | o | — : "E.'é._:'ai'ﬁ-':}ﬁ_
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