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Ball Valve Lockout Devices

Gate Valve Lockouts

W Best available method for locking out ball valves

C&

B Durable plastic resists chemicals and extreme tamperatures

B Pstented design fits most major brand ball valves — 1o 240°F —~
designed to lock off anly
W Simple design for ease of use W Stainless steel hinge for added strength and security
B Complies with OSHA lockout standard B Unique knockout festure accommodates OS&Y or rising stem
gate vahves
| Padlock Shackle W Accepts locks with up to 3/8 in, shackles and 3/4 in. or greater
" tox M| verlical shackle clearance
Valve Size (In.) | Diameter (In.) | Length (In.} | Material Cal. Mo.
14 to1 ? 1
1144 19 3 o2 | Heavy steel | 44-821 Tin.to 212, ;
212 1in, to & in, 44-825
Sin. o 6-1/2 in. 44-826
6-1/2in. to 10 in. | 44827
Universal Ball Valve Lockout 10 in. 10 13 in. | 44828 '
Group Lock Box
W Helps ensure maximum security for
complex work team situations
B Only group leader has access
until job is complete
B Heavy-duty steel construction resists
unauthorized entry and job-site abuse
B Designed to lock out quarter turn vaives of VAryIng sizes . : :
and gaometries B Compact 10in, x 4 in. x 6 in. design
.

B Accommodates handle sizes to 1-1/14 in. thick x 1-5/8 in. wide
W Locks valves in on, off or throttled position
B Mylon and stainless steel construction

W Additional arms necessary to lock in throtted position
and to lock out 3-, 4- and 5-way valves

Cal. No.

Dezcriplicn

Small Universal Ball Vatva Lockou wi' 1 in. x 34 in. handle 44-770

‘Lange Universal Ball Vave Lockout wi 1-5/8 in, x 1-1/4 in. handis | 44771

Ball Valve Accessory A — small '} LA-2442
Ball Valve Accassory Arm — large LA-2443
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Descriplion

Growp Lock Box
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LD, Tags and Collars [ ,l

W Personalize for permanent identification
and assignment

B Durable brass construction
resists corrosion

B Metal collars will not
tear away

Gat. No.
_4__4-unz
44-803

Description | Qty./Card
Brass LD, Taps w/atlachment rings 10
Collars wirivets 10
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