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Hazardous Locations « Class |, Div. 2, Class 1l, Groups F & G, Class Ill « UL 844 = CSA Certified * Wet Locations

* |UL. Listed 844, Class |, Division 2, Groups A, B, C & D, Class |l, Groups F
& G; Class lIl, Suitabie for wet locations.

+ Available in Two- and Three-Lamp

= Available in 265, 425, 430 or 800 mA lamps

* Rugged heavy duty one-piece construction

» 20 gauge steel housing, 14 gauge steel door frame

* Stainless steel available

» Superior white finish inside and out for excellent reflectivity and long-lasting
corrosion protection

* Superior heat and cold resistant silicone gasket

» 316" Clear plate glass, tempered glass or thermoplastic lens

= Pendant mount or thru-wire cast aluminum hubs

» Various mounting brackets options

= Availabie in AC or DC

(Lamps not included)

o Type Catalog
Description Voitage D
P 9 Lens Number(®
32 Watt, Rapid Start 120V/60Hz Tmpd Glass | HEF265-2L-TM-A
Medium Bi-Pin Plate Glass HEF265-2L-PL-A
T-8 48' 265mA 977V/60Hz Tmpd Glass | HEF265-2L-TM-C
Plate Glass HEF265-2L-PL-C
Tmpd Glass HEF430-2L-TM-A
120V/60Hz Plate Glass | HEF430-2L-PL-A
) Tmpd Glass | HEF430-2L-TM-B
m:ﬁ; ;ag:g Start'2 236V/60Hz Plate Glass | HEF430-2L-PL-B
’ e e s P—— Tmpd Glass | HEFA30-2L-TM-C
; p Plate Glass HEF430-2L-PL-C
Tmpd Glass | HEF430-2L-TM-D
TR 220V/50Hz Plate Glass | HEF430-2L-PL-D
Fixture 40 Watt Instant Start @ i Tmpd Glass | HEF425-2L-TM-E
Sirale I:;in Plate Glass HEF425-2L-PL-E
48“95“m“ne s 24V/0C Tmpd_Glass | HEF425-2L-TM-F
; P Plate Glass | HEF425-2L-PL-F
120V/60Hz Tmpd Glass HEF800-2L-TM-A
Plate Glass HEF800-2L-PL-A
60 Watt, Rapid Start @ — Tmpd Glass | HEF800-2L-TM-B
High Qutput Plate Glass HEF800-2L-PL-B
Recessed Double Contact 277V/60Hz Tmpd Glass HEF800-2L-TM-C
48", 800 mA Lamps Plate Glass HEF800-2L-PL-C
Tmpd Glass HEF800-2L-TM-D
220V/50H
‘ Plate Glass | HEF800-2L-PL-D
Medium Bi-Pin Plate Glass HEF265-3L-PL-A
Plate Glass HEF265-3L-PL-C
B i, o — Tmpd Glass | HEF430-3L-TM-A
Fitire njd‘an. B??:I-d PRI il Plate_Glass | HEF430-3L-PL-A
482 :;‘;(‘) iATa S Tmpd _Glass | HEF430-3L-TM-C
» 43U mA Lamps - Plate Glass | HEF430-3L-PL-C
60 Watt, Rapid Start @ — Tmpd Glass | HEF800-3L-TM-A
. High Qutput Plate Glass HEF800-3L-PL-A
i Recessed Double Contact 977V/60Hz Tmpd Glass | HEF800-3L-TM-C
48", 800 mA Lamps Plate Glass HEF800-3L-PL-C
(1) Part numbers are for pendant mount fixtures. For end {(3) Min starting temp for 40 watt DC is 32°F, O°F option not
__ mount/thru wire application, see options. available.
() Min starting temp for 40 watt fixtures is 50°F, for 0°F 4 Min starting temp for 60 watt fixtures is -20°F.

ballast, see options. @ Two ballasts available for 3-40 watt lamps for outboard option.



