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Contemporary Injection-Molded
Emergency Lighting Fixture

Durable and attractively styled
unit, unmatched in reliability.

Dual voltage input.
(120/277 volts)

Designed for wall
or cetling mounting.

Compatible in appearance
with full Quantum family.

Catalog Number Type

SELF-CONTAINED
6ELM2P N-6 VOLT
24 WATT

Nickel Cadmium

SPECIFICATIONS
CONSTRUCTION

® Engineering-grade white thermoplastic housing is impact-
and scratch-reststant, corrosion-proof. ’

= Clean, conternporary "soft corners™ housing.

® lvory white housing standard. Matte black and
tan optional.

® Woodgrain panel optional on all colors.

® Two 7.2-walt T-5 wedge base tungsten famps, with
polycarbonate lenses.

® Unigue track and swivel arrangement permits full range of
direction in lamp head adjustment.

® Dual voltage input capability {120 or 277 volts).
m J-Box mounting pattern knockouts.

BATTERY

® Sealed, maintenance-free nicke! cadmium battery provides
16 watts (6ELM2 N) or 24 watts (6ELM2P N} rated capacity.
Ensures long life over wide temperature ranges.

W 24-hour battery recharge after a 90-minute discharge.

® Low-voltage disconnect prevents excessively deep
discharge.

ELECTRONICS

m Constant-current series resistor-type charger. isofation-type
charger transformer protects unit and installer from
potentially dangerous failure modes.

B AC/LVD reset— permits testing of unit at time of installation
and ensures full 90-minute discharge.

CODES

® UL Listed - meets:
—uLs24
—NFPA 101-1988 (current Life Safety Code)
—NEC and OSHA illumination standards

WARRANTY

® 3-year total customer satistaction warranty. For complete
details, see Emergency Systems condensed catalog.
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Contemporary Injection-Molded
Emergency Lighting Fixture

BATTERY SPECIFICATIONS

SHELF EXPECTED OPTIMUM
TYPE VOLTAGE LIFE" LIFE* MAINTENANCE TEMPERATURE""
Sealed
Nickel 6 3 Years 10 Years None + 32-100 F
Cadmium
“ALTTF

“*Optimum ambient temperature range where unit will provide rated capacity for
90 minutes. Higher and lower temperatures affect life and capacity. Consult
factory for detailed information.

+Pericdic system status test recommended.

ELECTRICAL SPECIFICATIONS

MAXIMUM AC INPUT

VOLTS AMPS WATTS
120 167 20
277 .072 20

LAMP SPECIFICATIONS
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REPLACEMENT LAMP #3927
RATED OUTPUT CAPACITY IN WATTS*

EMERGENCY RUN TIME

1.5HRS 2HRS 3HAS 4HRS

GELM2 N 16 12 8 6
6ELM2P N 24 18 12 9
*Watts to 871%% of nomina! voltage.
ORDERING INFORMATION

{STANDARD) (CPTIONAL)

HOUSING WHITE BLACK TAN

Catalog No. 6ELM2 N 6ELM2N B GELM2 N TN

6ELM2P N 6ELM2P N B GELM2P N TN
OPTIONS Add suffix fo catalog number
v Voltmeter
AM Ammeter
cs 3-ft. cordset {120V only)
LD Load disconnect switch
220V 50Hz 220 or 240V, 50 or 60Hz input
H (2) 8BW tungsten halogen lamps
SS8 (2) 8W Square Sealed-Beam PAR36 lamp heads
RO Less lamp heads
WWG Woodgrain panel on face of unit

UE-060 Sheet
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Nickel Cadmium

MOUNTING SPECIFICATIONS
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6ELM2 N -6 VOLT, SELF-CONTAINED
6ELM2P N -6 VOLT, 24 WATT
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Shipping Weight: GELM2 N 8 [bs. (3.6 kgs.)
GELM2P N 9 Ibs. (4.1 kgs.)
ACCESSORIES Order as separate items
ELA V52 Polycarbonate vandal shiela (vs" thick)
ELA WG4/8 Wire guard

FIXTURE SCHEDULE

Type

Catalog Nurmnber
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