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TYPE SAA-KIT # 2

Ordering Options

Fixture Colour Black. White(RALS010), Metallic Grey (RALS006), Palished or custom RAL
colour o order

Control Gear Stirrup mounted electronic control gear or remote (3m) magnetic control
gear

Lamp 70W or 150W ceramic metal halide lamp, 3000K Or 4200K colour temp.
Stirrup Mounted Electronic Control Gear

Supply 220-240V 50/60 Hz
Lamp Watts 70W or 150W

Max Load 043A or 0.82A
Suggested Fuse Rating 3A

Power Factor 0.97

Electrical

Supply 230/240/250V 50 Hz

Lamp Watts 70W or 150W

Max Load 0.43A or 0.82A

Suggested Fuse Rating 3A

Power Factor 0.92

Control Gear Dimensions 260 x 78 x 70mm / 3kg for 150W
210 x 78 x 70mm / 1.78kg for 70W

Optlcal

Lamp Type Philips 70/150W CDM-T
Manufacturers Rated Life 9000hr

initial Lumens 6400(70W) or 14000(150W)
Colour Temperature 3000K or 4200K

Colour rendering 83 (3000K) or 82 (4000K)
Photometric Data LINK

Accessories

Colours The low surface temperature of the CDM unit allows the use of any
standard RAL powder coat. Enliten offers RAL9010 Warm White, RALS006
Metallic Grey and Palished Aluminium as standard. Other RAL colours are
available to special order. We can also supply complete painted/coated
fixtures.
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