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Source Four™ 26°

SPECIFICATIONS

Ellipsoidal lighting fixture

PHYSICAL Die cast aluminum construction

Rotating shutter sssembly £25°

20 gauge stainless steel shutters in & -plane assembly

Interchangeable lens tubes with smooth—running
teflon guides provide six user-fit field angle options
Thermally insulated rear handle

High impact, thermally insulated knobs and

shutter handles

Two accessory slots, and a top mounted, gel
frame ratainer

Steel yoke with two mounting positions

Posizive locking single-clutch fixture body

Slot for gless or stainless steel patterns

Slot with sliding cover for motorized pattern devices
or optional iris

UL and cUL listed

ELECTRICAL 115-240V, 50/60Hz

LAMP

OPTICAL

High temperature 3-conductor 26" leads in 3 glass
floer outer sleeve

Supperts ETC Dimmar Doubling™ technology

750W maximum

HPL — compact tungsten filament contained in a
krypron-filled quartz envelope (see table for suitable
lamp types)

Patented filamert geometry makes for extremely
efficient light collection and transmission

Integral die cast aluminum heat sink lamp base
Projector-quality, high contrast aspheric lans

Faceted borosilicate reflector with muiti-layer
dichroic coating

95% af visible light reflected through the opticsl train
90% of infrared radlation (heat) passes through

the reflector

Reflector secured with anti-vibration shock mounts
Lens(es) secured with anti-vibration shock mounts

Tool free lamp centering (X/Y) and peakMat (Z)
adjustment knobs

Positive locking X, ¥ and Z adjustments. unaffected
by relamping

Beamn adge conunually adjustable hard-to-soft

Interchangeable lens barrels permit selection of 5°. 10°,

19°, 26°, 36%, and 50" fieid angles
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| 426

26" slligsocidal (black)

42641

26" ellipsaidal (wnite)

ETC Source Four are supplied with C-clamp, color frame
and 3’ (96cm) leads as standard

Connactor Dasignation
Use Suffixes beiow to specily Fectory—Fited Connector type

Model#

Descriptian

Parallel-biade -ground conrsctor

Twao-pm ane ground, 20 amp connector

| Grounged, 20 amp, twistiock connecter

zlo|w|e

| Dimmer Doupling™ Corneztor (NEMA L515P)

Source Four Accessories

| Model# Description
4267 26" lens twbe with lens nstalied (black]
42671 | 26" lens tube with lens instalied {wnite)
400CC C—clamp (inciudeg)
200PH-A Pattern holder (A size)
400PH-8 Pawern holder (B size)
400PH-G Glass pattern hoider |
400s5C | Safety cable
| 400RS Orap—in Iris
| 400CF Colorframe (6.25 ] fincludes) .
(4000N Dontt (6.25) |
. 400TH Tep hat
400HH Haif hat
400GE Gel extender
| 407GE Comical gel extender
407CF 7.8" Sguare coior frame
| 400FB | Source Four Fixture Bogy. Single Ciuteh

Note: For zoicrs O:her than bldck or whilte, please cail ETC
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