11.07"
281 mm

Wall Mount

11.30"
287 mm

412"
105 mm

Pendant Mount
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TYPE SJ
68-02-F-C-F13-H-2-GHC

13W Non-metallic Compact
Fluorescent Vaporproof Fixture

Construction

The housing is corrosion resistant
polycarbonate thermoplastic. The guard
is manufactured in a high impact
resistant polycarbonate. All screws and
inserts are brass. Gaskets are long life
sllicone.

Grey and black housings are
manufactured with corrosion resistant
reinforced polyester thermoplastic resin
with an impact resistant, glass reinforced
polymer alloy guard.

Colors
White, Grey, Black, Red, Blue, Green,
Yellow

Lamp

The fixture accepts any manufacturers
13W quad lamp with a GX23-2 base (2
pin). Lamp not included.

Ballast

Magnetic ballasts are Type 1 outdoor
and are thermally protected. 120V/NPF
- 0.285 amps, 120V/HPF - 0.140 amps,
277VINPF - 0.285 amps.

Installation

The ceiling box has four 3/4" threadec
hubs with liquid tight knockouts. Interna
grounding system allows for hub to hut
grounding continuity when using rigid ot
intermediate metallic conduit (lock nuts
required). Two mounting feet are
spaced at 5'4". Pendant mount fixtures
have a single 3/4" threaded hub with a
locking set screw. Use minimum 90°C
rated lead wires.

Operating Temperature
0°C (329 F)

Compliances

UL 1570 Wet Location, in any
Orientation

CSA Approved

NEMA 4X - Suitable for hose-down

areas.

Material meets UL 94-V-O standards for
flame retardancy.

Order Specifications

To specify product, build a part number using the legend below:
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INDUSTRIES LTD.

31 Panerson Rd., Box 1800
Barrie, Ontario, Cafnada L4M 4V3
1-800-461-1771 Fax: (705) 726-8391
Website: www.canlet.com
E-mail: canlet@canplas.com

Fixture Color Guard/Reflector Options °

01 - White G - Guard only
02 - Grey 0 - No Guard
03 - Black 1 - Guard with White Reflector
04 - Red 4 - Guard with Red Reflector
05 - Blue 5 - Guard with Blue Reflector
06 - Green 6 - Guard with Green Reflector
07 - Yellow 7 - Guard with Amber Reflector
2. Lamp Type 5 - Guard with Ciear Reflector
F - Compact Fluorescent 9, Globes
3. Configuration Stock ltems

C - Ceiling Mount
W - Wail Mount
P - Pendant Mount
Fixture Type
F - Fixture with
Junction Box
R - Retrofit Fixture
Lamp Wattage”
13 - 13W Compact
Fluorescent
Power Factor

GS (C.0) - Standard Giass
GHC - Heat-treated Clear Glass
GH (R.A .B,G) - Colored Heat-treated Glass
GPC - Pnsmatic Clear Glass
PP (RAB.O GC) - Pismatic Polycarbonate
PSC - Smooth Wall Polycarbonate
Special Orders
PS (R,A,B,0,G) - Colored Smocth Wall Polycarbonate
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R = Red, A= Amber, B = Blue, O = Opal, G = Green, C = Clear

]

N - Nomnal Lamp not included
H - High
rf Voltage Guards not available with polycarbonate globes.
1 - 120 Volt Prismatic polycarbenate reflector not availatle with polycarbonate
£ = 277 Vot globes.
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