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4FSAP2-8-2-Te-2 -Rup-328-ch- OL QDS ;5-

(2-B' S@ricns)

-

SoftLite 59P2 - (Perforated) Open Indirect/Louver Direct

Construction

Housing two piece AABOB3 T5 extruded aluminum
(094" minimum thickness) forming 2" H. x 5" W. lower
body. Perforated sides complete fixture shape to

47/s" H. x9" W. Standard lengths up to 8'. Perforated,
23% open, 22 ga. steel sides have .045" diameter holes
with .090" staggered spacing; supplied in'max. 5' lengths
and supported by die cast spacers. Extruded .040" white
acrylic lens insert behind perforation. Intemal 20 ga. stesl
socket bridges on 4' centers. Die formed 20 ga. white
steel reflector. Die cast end plates (.125" wall thickness)
mechanically attached with concealed fasteners. Second-
ary decorative die cast end (272" W, x 1%" H. x 1* Thi.}
provides for pendant mounting. For row instaliation,
Gecorative die cast connector adds 1" spacing between
fixtures and required pendant support,

Perforated Radial Louver
%" H. by 2%s" W, x 174" frequency 22 ga. perforated white
steel louver blades. Louver is lay-in type.

Parabolic Louver

1" H. by 2%6" W, x 2.4" frequency parabolic louver
fabricated of low indescence, semi-specular ,0235"
aluminum. Louver retained by concealed snap-in spring
latches.

Finish

All extrusions are 20 minute clear ancdized to a satin finish
(AA202R1). Paint finishes are electrostatically applied over
anodized finish for improved paint adhesion. Reflectors and
internal steel components are white enamel with minimum

T{PE

TYPE SK
SF59P2-B-2-T8-277-RLP-S28-CA (2-8' SECTIONS)

Scale: ¥/s" = 1"
2 Lamp T8 Shown
Weight Per Foot = 4.5 Lbs. Approx.

Electrical

Thermally protected Class "P" Energy Saving Rapid Start
285ma T8 magnetic ballasts standard. Optional electronic
ballasts available. Underwriters Laboratories, CSA and

92% reflectance. Perfcrated sides are painted to match IBEW Union labels.

finish on extrusion.

Catalog Number

Product Family Ballast Type Mounting Factory Options
SF58PZ- | T8- Repid Start T8 [ — Suspension Length [ NO-No Option

SoftLite 59P2 | ET8-Electronic T2 SXX- Stem | FU- Fusing

475" H. x 9" W | BXX- Stem-Ball Aligner OM-Dimming
Perforated Sides (See Mounting Detail Sheets) ED- Electronic Dimming

EM-Emergency Ballast
SC- Separate Circuits
| DL- Damp Location Label
SF- Special Feature
(Please Define)

SF59P2-B-2- T8-120- RLP- S24- BW- NO- 28

Light Direction | | Voltage |

‘ | Color Row Length
B - Bidirectional [ 120 or 277 BW-Barked White Enamel Fixture Lengths; 3', 4,
| [See Coilor Chart) 5'(T8 Only), 6', & &'.
i Perforated sices painted
Lamps ‘ . . i | .Io match housing,
2 0nly Direct Shielding ‘ | | Suspension Length
5 PBL - Parabolic Louver -__—d—-'-- e —! XX The distance from the celling
RLP- Radial Louver, e line to the top of the fixture.
Perforated, white {?s.z-zy Stem- 9" To 48" in 1" Increments
L= Linear Lighting Corp. - 31-30 Hunters Point Ave. - Long Island City, N.Y. 11101  718-361-7552 Fax 718-937-2747 o395
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