FORUM QUASAR /PROJECTOR SERIES

The QUASAR/PROJECTOR is o heavy duty
luminaire with o high degree of beam contro|.
The opfics are designed fo evenly illuminate sither
verfical or horizontal surfaces.

APPUCATIONS: Classreoms, Office Areqs,
Libraries, Lobbies, Remil Storms, Afriums.,

MOUNTING: The QUASAR/PROJECTOR
can be mounted o illuminate vertical or herzontal
surfaces,

SPECIFICATION:
HOUSING: Sholl be .125" thick extruded 4043-

TS5 oluminum with external surfecs nibbing for
improved hect dissipation which will prolong lamp

life. The standard finish for the housing is white. The |

end plates shall be .375 thick aluminum, gasketed.
The ends shail be painted white (standerd). Custom
finishes end bright dip anodize finish available.

DOOR ASSEMBLY: Extruded aluminum door
with acrylic lans

REFLECTOR: Shall be highly polished, mulfi-
faceted prefocused anodizad aluminum, with
symmetrical or asymmetrical distribution available.

PRODUCT LISTING: Shall be U.L and CS.A
listed for damp location.

PATENT PENDING: The housing confours of
the lumincira constitute a frademark of Forum, Inc.

DIMENSIONS AND SPECIFICATIONS
SUBJECT TO CHANGE -

NOTE: Consult factory for a comprehensive
listing of dimensions and specifications.
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Cross Section

Indicates Quasar/ Indicates Mounting

Projector Series WM =Wall Mount White (Standard)
CM = Cailing Mount (Custom Finishes
S = Small Bodied available)
T |
QUA -S-03H - 2WM/CM - 2 - 120 - FINISH - OPTIONS
| | | |
O3H (1 light, TSHO) | Indicates Length: Voltage: L= lens
03 (1 fig::, T5) 2" 120V or 277V B = Baffle
05 (1 light, T8) &
40 BX 'léygel of B-aliasf. &
50 BX L g’
35BX
PHOTOMETRIC DATA AVAILABLE
CONSULT FACTORY
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