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GwlcaISystem: Se!f Eianged, “specular clear,
semi-diffuse or highly specular anodized

cone or microgroove baffle. Baffle flange
painted white. Optical desrgn maximizes
~ lamp output while minimizing high-angle
bnghtrms any aiming angle.

E!ectrm&System Prewired, encased-and-
poued tray-mounted ballast module. Ther-
mwlatlon detector. Medium-

I'iousmg: Dram or rolled steel housing
mounted to die-formed pan with thru-wire
junction box. Lamp bracket rotates 355° and
uf«ts 45‘ from nadir.

Mng 16-gauge galvanized steei Ex-
pandable, self-locking mounting bars pro-
vide horizontal and vertical ad_;ustmem -

"bstmg: Fixtures are UL 1572 listed for thru-
branch wiring, recessetfmoummg and damp
locations. Listed and labeled to comply with
Canad:an Standards -

Adjustable Accent

Master Catalog Number

B ¥ ~)

(Ve :
Deee LY (el TACT 27
Example: DH 100M 6ACT 120

Series Wattage/Lamp Aperture’ Finish Voltage
DH  Metal Halide 4 (blank) Specular 120
DH30'  70M PAR38 5 LD Semi-diffuse 21
100M PAR38 6 low iridescent 347
150M2 PAR38 7 LS Highly specular
Ceramic Metal
2 ) _
Mc ” Trim Color ——  Trim Type Options/
i i Accessories

TOMHC PAR30/38 AC Clear

(blank) Straight cut

100MHC PAR38 PC Pewter for angles See pages
UBC Umber 0°-15° 176-181.
White Sor* WTC Wheat T fTapere:lj cut
355DW T10 CC® Champagne ]‘g',, j‘;g o
S0SDW T10 gold
100SDW T10 GC® Gold NOTES
Bc; Black 1 Available in&-inch luminaires only.
) 2 Notavailblein 347V.
WC’ White 3 Ceramic arc tube consistent-color lamp, Philips
painted MasterColor or GE ConstamtColor.
7 4 120V ballast only: stepdown transformer pro-
MB 9 BI_ECK vided when 277V is specified. 347V not available.
microgroove 5 Refer to chart below for wattage/lamp availabil-
ey s ded hHID
% ot recommen ‘or use with HID lamp sources.
wg'# White Consult factory.
MICrogroove 7 Notavailable withfinishes,
baffle 8 Not available with tapered cut trim type

f
ol

1) Standard Packaging (optimized
form)

To order, use a single master catalog number.

Exampie: (13) DH 100M SACT 120.

Fixtures ship as multiple components using aptimized

packaging. Example above ships as:

(Qty 13) DH 100M 6 HSG (13 housing cartons)

(Qty 13) BA 100M 120277 PLG (13 ballast cartons)

(Qty 12) D GACT TRIM J4 (3 cartons of 4 trims)

(Qty ) D BACT TRIM U (1 carton of 1 trim)

NOTES

ve orderi are

ORDERING/PACKAGING OPTIONS

Tn accommodme the pruducl 3 physacai conr-gurauun as well as a range of customer handling and processing needs, two

1 Dual voltages listed in breakouts. Ex: 120/277 or 120/347
2 S-nch and T-inch trims available in unit packs only.

2) Component Packaging

Order housings and ballast assemblies as unit pack, order
trims as J4 or unit pack as per component order guide listed
below.

Housing Only:

DH waltage lamptype aperure HSG

Baflast Assembly Only:

BA waltage lamplype yoltage' PLG

Trim Only’:

D aperture, lrim cojor, trim fype finish  TRIM U or J4

Cat. | Wattage/Lamp | Height | Length | Width |Aperture| Ceiling | Overlap
No. (H) (L) (W) Opening| Trim
DH4 35W MHC (PARZ0) 9(229 [18-3/4(47.6) [17-V2(445) | 4506 (1.0 5(127) [5-7/16(13.8)
DHS | 3570WMHC(PAR30) [10-1/8(25.7) [18-3/4 (476) [17-1/2(445)| 5(127) |5-5/8(14.3) 6-1/8(156)
DHI06 | 35, 70WMHC(PAR30) [10-1/8(25.7) [18-3/4 (47.6) [17-1/2 (44.5) [ 6-174 (15.9) [6-7/8 (17.5) | 7-3/8 (18.7)
70,100, 150W M (PAR38)
DHE | 35,50,100W SDW (T10) |11-3/4 (20.8) |25-3/4 (65.4) |18-7/8 (47.9) | 6-1/4 (15.9) |6-7/8 (17.5)| 7-3/8 (18.7)
70, 100W MHC (PAR38)
70,100, 150W M (PAR38)
DHT | 3550,100WSDW (T10) [11-3/4(29.8) [25-3/4 (65.4) [18-7/8 (47.9) | 7-1/2 (19.7) |8-1/8 (20.6) | 8-3/4 (22.2)
70, 100W MHC (PAR38)

Drawings for dimensional detail only. May not repr
Dimensions are shown in inches (centimeters).

esent actual mechanical configuration.
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