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4620 ACCENT LIGHT

DESCRIPTION:

The 4600 Series includes five models of consistent design, rugged
sealed die-cast aluminum construction with an offset swivel for
balance. A wide range of photometric performance is available
with internal and/or external glare control.

The 4620 is similar to the 4610. This fixture includes an integral
electronic transformer for the versatile MR-16 lamps. This fixture also
houses the PAR-20 metal halide and quartz halogen lamps. Excellent
for architectural and landscape applications to thirty feet.

SPECIFICATIONS:

MATERIAL: Fixture and knuckle: Die-cast cooper free aluminum.

LAMP: Halogen: 35 watt metal halide
Metal Halide: 50 watt max. halogen
Low Voltage: 50 watt max. integral electronic transformer
Lamp by others

VOLTAGE: Halogen: 120 or 24050HZ
Metal Halide: 120 or 277 only
Low Voltage: 120 or 23050HZ only

SOCKET: Pulse rated medium base or E27 base for PAR-20.
Gx5.3 Bi-pin for MR-16

FINISH: Bronze (BZ) textured powder coat standard. Other colors
available.

LIGHT DISTRIBUTION: N/A - Beam spread by lamp type.
LENS: Crowned tempered glass.

MOUNTING: 1/2" NPT adjustable knuckle (IN)on U.S. standard.
PG16 adjustable knuckle on Euro. standard.

FASTENERS: Stainless steel.
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FOR ORDERING GUIDE AND OPTIONS
SEE REVERSE SIDE

NOTE: HYDREL RESERVES THE RIGHT TO CHANGE
ANY SPECIFICATIONWITHOUT NOTICE.

Any dimension on this sheet is to be assumed as a reference dimension:
“Used for information purposes only. It does not govern manufacturing or

inspection requirements.” (ANSI1Y14.5-1973)
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FIXTURE OPTIONS
Ordering and Specification Guide

4620 P20 120 JBAO2 GS BL

Model: |
4620 US standard
N4620 Euro standard |

Lamp Type: (Lamps by others)

INC (PAR-20 med. base)

P20 50 watt max. halogen

HID (PAR-20 med. base)

35M 35 watt metal halide

LOW VOLTAGE (MR-16, GX5.3 base)

M50 50 watt, 12V halogen fixture with integral electronic
50W transformer included in head of fixture

Voltage:

60HZ 50HZ

120 23050HZ

277 24050HZ

120/277

Note: Not all voltage/lamp combinations are available.
Consult factory for more information.

Mounting Options:

JBAO2 J-box, two 3/4” NPT bottom, cover 1/2” NPT, alum.

JBAO5 J-box, two 3/4” NPT side, cover 1/2” NPT, alum.

JBB02 J-box, two 3/4” NPT bottom, cover 1/2” NPT, bronze

JBB05 J-box, two 3/4” NPT side, cover 1/2” NPT, bronze

JBA16B J-box, two PG16 bottom, cover PG16, aluminum

JBB16B J-box, two PG16 bottom, cover PG16, bronze

JBA16S J-box, two PG16 side, cover PG16, aluminum

JBB16S J-box, two PG16 side, cover PG16, bronze

MSA01 Mounting Spike, Aluminum, 6' cord & plug

MSBO01 Mounting Spike, Bronze, 6'cord & plug

MSA16 Mounting spike, aluminum, 3M cord

MSB16 Mounting spike, bronze, 3M cord

WMC Wall mount cover for 4-0 J-Box

WMC16 Wall mount cover for 4-0 J-Box, IEC

TBAO1 Tree Mounted J-Box, Aluminum

TBBO1 Tree Mounted J-Box, Bronze

HID Ballast Enclosures - Ballast Included

SPCA Small polymeric combo box, aluminum cover, 35W metal halide
SPCP Small polymeric combo box, polymeric cover, 35W metal halide
SSB Small surface ballast box, aluminum, 35W metal halide

Accessories:
GS Glare Shield (Half)
FGS Full Glare Shield

IHL Internal Honeycomb Louver
CFH Color Filter Holder
FGSL Full Glare Shield, Extended

Finish

Bz Bronze (Standard)
BL Black

WH White

GN Green

GR Gray

TVG Terra Verde Green

CF Custom Finish

BE Beige

STG Steel Gray

Color filters available upon request. Consult factory for details.
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