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EN1 - Envision Rounded

'S

M CATALOG NUMBER LY MOUNTING
Listed below are all combinations available for Envision Indirect Standard Wall Mount:
wall mount. See “Available Fixtures™ page for details: Q - Surface - Wall

Follow mounting lewter “Q™ by
“Q0™ for surface mount.

Wall Mount:

-010005 Optional Wall Mount:

-020006 ;

010007 6 - Extended Wall Mount

) ! 3"standard; 12" maximum.
Follow mounting letter “G” by desired
length (e.g. GOS5 for 5" bracket).

‘8 FIXTURE LENGTH LY VOLTAGE/SWITCHING

Specify nominal fixture/row* length in feet. : )
1- 120 volr 60Hz Single Circuir

*For long runs, advise minimum extrusion length if 24" is not 2- 277 volt 60Hz Single Circuit
acceptable. 3 - 120 volt 60Hz Separate Row Switching
4 - 277 volt 60Hz Separate Row Switching
A - 347 volt 60Hz Single Circuit (T8 Only)
B - 347 volt 60Hz Separate Row Switching (T8 Only)

)] BALLAST [ FINISH
D - Magnetic T8
F - Electronic T8
M - Other (specify in words) Refer to Available Finishes, found under General Information tab,

: for standard Peerless finishes. Please use three digits when specifying

colors; for example Soft White is 0035,

Standard colors: 100, 200, 005, 032, 041

N - F40 Compact Fluorescent
P - F50 Compact Fluorescent
$ - Electronic Compact Fluorescent To march custom color chip, specify 099.

T - Electronic Dimming 1f unkn £ XX
nknown, specify XXX.

Ll OTHER OPTIONS (FOR ENVISION WALL MOUNT ONLY)

Multple options may be specified in a row.

DLL - Damp Location Label NIT - Nitelite (separate circuit)
EMP - Emergency Battery Pack - Peerless Choice RA - Radio Frequency Interface Suppressors
EMG - Emergency Circuit SEP - Softly Rounded End Plate

HLR - HLR/GLR Fuse
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