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Hazardous Locations « Paint Spray Booth » UL 844, 535 « Marine/Shipboard e CSA Certified » Factory Sealed

2.Lamp XPL7E Y XP2s2c

« UL 844 listed and labeled - Hazardous Locations - Class |, Division 1, Group C and D;
Class | Division 2, Groups A, B. C and D; Class I1, Division 1 and 2, Group E. F and G; Class III.

o UL 844 listed and labeted for use inside paint spray booths and rooms. Alsa meets requirements
for National Fire Protection Association Standard 33 and National Electrical Code Article 516.

= Simultaneous Presence.

« UL 595 listed and labeled - marine type lighting fixture. Outside Type (salt water) - UL 595 testing
equivalent to NEMA 4X requirements for hose-down and corrosion resistance.

« CSA-approved and labeled - Class |, Division 1 and 2, Group C and D.

= Class |, Zone 1, Groups |IA and 1B

« Class |, Zone 2, Groups lIA, 1IB and 11IC

- Seismic tested by Structural Dynamics Research Corporation (full scale fragility qualification)
tested in frequencies of 1 to 31.6 Hertz in 3-plane axis with maximum G force of 18.67 achieved.

(Lamps inciuded) = NEMA 3, 4X, 7CD, 9EFG.
- Hub Size
Description (Inches) | Voltage | catalog Number
32 Watt, Rapid Start, a5 120V/60HZ XP265-4-2L-A
Medium Bi-Pin T-8 48" 265mA 277V/60HZ XP265-4-2L-C -
120V/60HZ XP430-4-2L-A
34 Watt, Rapid Start L= 236V/60HZ |  XP430-4-2L-B
F40T12 Medium Bi-Pin
el 277V/60HZ XP430-4-2L-C
‘ 220V/50HZ XP430-4-2L-D
\ 40 Watt, Instant Start 12 VDC XP425-4-2L-
N—— F48T12, Slimline, Single Pin 1/2 24 VDC XP425-4-2L-F
o "
Veatteritly 425 mA, 48 32 VDC XP425-4-2LG
e - 120V/60HZ XP800-4-2L-A
60 Watt, Rapid Start, High Output
iyl O A 236V/60HZ XP800-4-2L-B
Double Contact, 800 mA, 48" 172 277V/60HZ XP800-4-2L-C
220V/50HZ XP800-4-2L-D
110 Watt, Rapid Start, Very High 120V/60HZ XP1500-4-2L-A
Output, FA8T12/VHO Recessed 12 277V/BOHZ XP1500-4-2L-C
D n
ouble Contact, 1500 mA, 48 220V/50HZ XP15004-2L-D
17 Watt, Rapid Start, 120V/60HZ XP265-2-2L-A
Medium Bi-Pin T-8 24" 265mA 172 JTTVEOHZ | XP265-2-2L-C
Two Lam 20 Watt, Rapid Start, F20T12 20VENE | XPRG20
T Footp Medium Bi-Pin. 430 mA, 24" 172 277V/60HZ XP430-2-2L-C
Fixture 220V/50HZ XP430-2-2L-D
20 Watt, Instant Start, F24T12 i ARAEE o
Slimline, Single Pin 425 mA, 24” 172 24 VDO XP425-2-2L-F
32 VDC XP425-2-2L-G
35 Watt, Rapid Start, High Output 120V/60HZ | XP800-2-2L-A
P F24T12/HO Recessed Double 112 236V/60HZ XP800-2-2L-B
‘ SR R 277V/60HZ |  XP800-2-2LC
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