TYPE - Z LP6F-32TRT 277 / TRIM 603A
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3270 277 TRz b03A
Non-IC-Rated Full Reflector Trims
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:  Lens trims are wet location listed. All others are damp location

OPEN WIDE FLANGE

601 White 602 White
602A Clear Specular
6026 Gold Specular
602SA  Clear Diffuse
Gold Diffuse

. 6025G

18 TRT

l,_ sewmn| 26 TRT
8" (Others) — 32 TRT

‘—rs,s'—l 18 TRT

BAFFLE WIDE FLANGE

6B1 Black 6B2 Black
6B1W White 6B2wW White

6B4 Black B6C3A

Clear Specular
EB4W  White 6C3G6 Gold Specular
6C3BL  Black Specular
1 TEY
18 TRT 18 TRT
26 TRT 26 TRT

1=
L8] sew

—s—
= ?_‘ 32 TRT

WAL!.WASH BAFFLED WALLWASH
6w2 Black
EW‘! Whie BW2wW White
- - %,_’

18 TRT
Lt_—. B-1/47— 26 TRT

758" 32 TRT 18 TRT
26 TRT
32 TRT

'PREMIUM GLASS LENSES

Drop Opal Flush White
6LD3  White Splay 6LF3 White Splay
6LDB3 Black Baffle BLFB3  Black Baffle
— . —
7-38 7-38

18 TRT
J 26 TRT

32 TRT

I_l_?'g;s’il L? 518" *‘

OPEN NARROW FLANGE

BAFFLE NARROW FLANGE

SPECULAR OPEN

603A Clear Specular &

603G Gold Specular

—

7.

6-38"
g 18 TRT

PREMIUM BAFFLE WITH
DIFFUSE UPPER REFLECTOR

6B3 Black
6B3W White

T..’B

18 TRT
?5-

MULTIPLIER

6M1A Clear Specular
BM1G Gold Specular
BM1IBL  Black Specular

|
1034
18 TRT
26 TRT
Ite»s-1s-—| 32 TRT
758 42 TRT
_PLASTIC LENSES
_ (SHOWER/CLOSET)
Drop
6LD1* Opal
6LD2"  Prism
Flush
6LF1*  Opal
6LF2*  Prism
T
5304

Fresnel
6L4 White Splay
6LB4 Black Baffle

18 TRT

o
[ — 5
758"

* Metal flange standard, Plastic flange on lens trims may be
required for use above motorized tubs or spas. To order plastic
flange, add suffix PF to catalog number (Example: 6LD1 PF),

VA Lirroma LiGHTING

Dow_nlight’ins
6" Fluorescent

Advantage
TRT Lamp
Non-IC Frame-In

IMPORTANT: Frame-ins and trims are packaged and
shipped as separate components. For details on ordering
and packaging options, see page 222.

e 13"

» Rated Non-IC.Thermally protected against improper contact with
insulation and approved for through-branch circuit wiring.
+ Rugged, post-painted steel frame with galvanized steel J-box.
Approved for all ceiling types (including air-handling ple-
m}a’dmm
- Factory-installed, mmmwrmmm
in nailers and T-bar clips.

. J—hmhéhnkmkmxdanmmagmndm
+ Socket cup ciips to reflector to ensure proper and consistent
lamp position.
+ Generic electronic ballast (GEB10) standard. THD (ot har-
monic distortion) -:w%Retmfar—mnm

m (Sﬂ Listed and labeled to comply
26TRT zn with Canadian Standards.
32TRT M1 EL Emergency power pack with
nickel-cadmium batteries.

42TRT Includes test switch with in-
dicating light prewired and
supplied with 4° flexible con-
Lithonia Reloc System.
Reloc System can be in-
stalled less this option with
connectors provided by
athers.

DMHL Lutron Hi-Lume® solid-state
dimming ballast, 120V or
277V, 32W only. Requires

Example: Osram/Sylvania four-pin
LP6F 18TRT 120 CSA facrp.

ADEZ Advance Mark X electronic

dimming ballast {120V or

*Hi-Lume is a registered trademark 2??{&;2':31- Reguires four-

of Lutron Electronics. -
191
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