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PANDUIT

@@ GIGA-PUNCH™ Category 6* Patch Cords

Std.  Std.
Length Pkg. Citn.
Part Number Description Ft Qty. Qty.
GPPC1IG3 Factory terminated patch cord assembly. One 1 3
GPPC1IG5 pair GIGA-PUNCH Connector on each end. 5
COVV[iH GPPC1IG7 7 ; 10
g GPPC1IG9 9
y Soom... GPPC1IG 14 14
GPPC11G20 20
GPPC2IG3 Factory terminated patch cord assembly. One 2 3
GPPC2IG5 pair GIGA-PUNCH Connector on each end. 5
GPPC2iG9 9
GPPC2IG14 14
GPPC2IG20 20
Available 4th quarter, 2000
Mini-Com® S-Video and RCA Module Punchdown Base
* To assist in terminating S-Video and
RCA Punchdown Modules
Std.  Std.
Pkg. Ctn.
Part Number Description Qty. Qty.
Mini-Com S-Video and RCA Module Punchdown Base
AVPDB Audio Visual Punchdown Base 1 10
AvPDB Modules foundon pg 73and 74 of Network Connectivity Systems Catalog (SA101N423A-OP).

@® MINI-JACK TX-5" Shielded Modular Jack

* Designed to comply with Category 5
performance requirements

* Utilizes GIGA-TX™ Technology
No. of Std. Std.

Part Module Pkg. Cin.
o ":___ Number Description Spaces Qty. Qty.
o Universal 8 Position, 8 Wire Shielded T568A and T568B Coded (RJ45 Type)
t ,.J"' CJs588T 8 position, 8 wire shielded Category 5 modular 1 1 50
P jack with one piece shield.
o1 CJS588T

@ MINI-JACK TX-5 Shuttered Modular Jack

= No. of Std.  Std.
Part Module Pkg. Cin.
Number Description Spaces Colorf Qty. Qty.
Universal 8 Position, 8 Wire Shuttered T568A and T568B Coded (RJ45 Type)
CJD588T CJD588TIW 8 position, 8 wire shuttered Category 5 1 Off White 1 50
modular jack

tOther colors available. See color chart below.

Standard Color }: For other colors, substitute IW with:
Iw | & | wH IG B[ |or
Off White Elec. Ivory White Int. Gray Black Orange

Colorshown is
approximate. RD BU GR | YL VL
Red Blue Green Yellow Violet

Colors shown are ap proximate.

*Proposed Category 6 Industry Specification

2 Order number of pieces required, in multiples of Standard Package Quantity. Prime ltems appear in BOLD.



FIBER CABLING SOLUTIONS

Wire Snipping Tool
* Cuts wireflushup to 14 ANG

* Ergonomic shape
* Wire clipping retention feature

Part
Number Description
CwsT Copper Wire Snipping Tool

Available 4th quarter, 2000.

OPTI-JACK® Optical Fiber Patch Cords—Multimode 62.5/125pym

¢ FC Connector is FOCIS-4

F6D6P-4M
Part Length
Number Description (Meters)
Duplex Optical Fiber Patch Cords—OPTI-JACK Plug to FC Connectors
F6D6P-4M1 62.5/125um glass optical fiber cable with one FJ Plug 1 Meter
F6D6P-4M2 onone endand two FC connectors on the other end. ' 5 peters
F6D6P-4M3 3 Meters
F6D6J-4M F6D6P-4M10 10 Meters
Duplex Optical Fiber Patch Cords—OPTI-JACK Jack to FC Connectors
F6D6J-4M1 62.5/125um glass optical fiber cable with one FJ Jack 1 Meter
F6D6J-4M2 onone endand two FC connectors on the other end. ' 5 peters
F6D6J-4M3 3 Meters
F6D6J-4M10 10 Meters

ST, SC and FC Optical Fiber Patch Cords—Multimode 62.5/125um

F6B4-NM
Part Length
Number Description (Meters)
Simplex Optical Fiber Patch Cords—900um Buffered FC Pigtails
F6B4-NM1 62.5/125um glass optical fiber with 900pum buffered 1 Meter
F6B4-NM2 cable with one FC connector on oneendand open on' o Meters
F6B4-NM3 the other end. 3 Meters
F6D4-NM F6B4-NM10 10 Meters
Duplex Optical Fiber Patch Cords—3mm Jacketed FC Pigtails
F6D4-NM1 62.5/125um glass optical fiber cable with two FC 1 Meter
F6D4-NM2 connectors on one end and open on the other end. 2 Meters
F6D4-NM3 3 Meters
F6D4-NM6 6 Meters
F6D4-4M F6D4-NM8 8 Meters
F6D4-NM10 10 Meters
F6D4-NM15 15 Meters
Duplex Optical Fiber Patch Cords—FC to FC
F6D4-4M1 62.5/125um glass optical fiber cable with two FC 1 Meter
F6D4-4M2 connectors on each end. 2 Meters
F6S4-4M F6D4-4M3 3 Meters
F6D4-4M10 10 Meters
Simplex Optical Fiber Patch Cords—FC to FC
F6S4-4M1 62.5/125um glass optical fiber cable with one FC 1 Meter
F6S4-4M2 connector on each end. 2 Meters
F6S4-4M3 3 Meters
F6S4-4M10 10 Meters

Std.
Pkg.
Qty.

_ =

_ =

Std.
Pkg.
Qty.

—_ —_ = A _

_ A A

For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory)
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PANDUIT

ST, SC and FC Optical Fiber Patch Cords—Multimode 62.5/125um (continued)

F6D3-4M Std.  Std.
Part Length  Pkg. Ctn.
Number Description (Meters) Qty. Qty.
Duplex Optical Fiber Patch Cords—SC to FC
F6D3-4M1 62.5/125um glass optical fiber cable with two SC 1 Meter 1 10
F6D3-4M2 connectors on one end andtwo FC connectors onthe 2 Meters 1 10
F6D3-4M3 other end. 3 Meters 1 10
F6S3-4M F6D3-4M10 10 Meters 1 10
Simplex Optical Fiber Patch Cords—SC to FC
F6S3-4M1 62.5/125um glass optical fiber cable with one SC 1 Meter 1 10
F6S3-4M2 connectoronone end and one FC connectoronthe other 2 Meters 1 10
F6S3-AM3 end. 3 Meters 1 10
F6S3-4M10 10 Meters 1 10
F6D2-4M Duplex Optical Fiber Patch Cords—ST to FC
F6D2-4M1 62.5/125um glass optical fiber cable withtwo ST 1 Meter 1 10
g
F6D2-4M2 connectors on one end andtwo FC connectors on the 2 Meters 1 10
F6D2-4M3 other end. 3 Meters 1 10
F6D2-4M6 6 Meters 1 10
F6D2-4M8 8 Meters 1 10
F6D2-4M10 10Meters 1 10
F6S2-4M F6D2-4M15 15 Meters 1 10
Simplex Optical Fiber Patch Cords—ST to FC
F6S2-4M1 62.5/125um glass optical fiber cable with one ST 1 Meter 1 10
F6S2-4M2 connectoronone end and one FC connectoronthe other 2 Meters 1 10
F6S2-4M3 end. 3 Meters 1 10
F6S2-4M10 10 Meters 1 10
OPTI-JACK® Optical Fiber Patch Cords—Singlemode 9/125pm
F6D6P-4M Std.  Std.
Part Length  Pkg. Ctn.
Number Description (Meters) Qty. Qty.
Duplex Optical Fiber Patch Cords—OPTI-JACK Plug to FC Connectors
F9D6P-4M1 9/125um optical fiber cable with one FJ Plug onone end = 1 Meter 1 10
F9D6 P-4M2 and two FC connectors on the otherend. 2 Meters 1 10
F9D6 P-4M3 3 Meters 1 10
Duplex Optical Fiber Patch Cords—OPTI-JACK Jack to FC Connectors
FOD6J-4M1 9/125um optical fiber cable with one FJ Jack onone end = 1 Meter 1 10
F9D6 J-4M2 and two FC connectors on the otherend. 2 Meters 1 10
F9D6J-4M3 3 Meters 1 10
F9D6J-4M10 10 Meters 1 10

“ST”is a trademark of Lucent Technologies

4 Order number of pieces required, in multiples of Standard Package Quantity. Prime Items appear in BOLD.



FIBER CABLING SOLUTIONS

ST, SC and FC Optical Fiber Patch Cords—Singlemode 9/125um

F9B4-NM Std.  Std.
Part Length Pkg. Ctn.
Number Description (Meters) Qty. Qty.
Simplex Optical Fiber Patch Cords—900um Buffered FC Pigtails
FOB4-NM1 9/125um optical fiber cable with one FC connector on 1 Meter 1 10
FOB4-NM2 one end and open onthe other end. 2 Meters 1 10
F9B4-NM3 3 Meters 1 10
FOD4-NM FOB4-NM10 10 Meters 1 10
Duplex Optical Fiber Patch Cords—3mm Jacketed FC Pigtails
FOD4-NMH1 9/125pum optical fiber cable with two FC connectors on’ 1 Meter 1 10
FOD4-NM2 one end and open onthe other end. 2 Meters 1 10
FAD4-NM3 3 Meters 1 10
FOD4-NM10 10 Meters 1 10
Duplex Optical Fiber Patch Cords—FC to FC
FoD4-4M FaD4-4M1 9/125pm optical fiber cable with two FC connectors on 1 Meter 1 10
FOD4-4M2 each end. 2 Meters = 1 10
FAD4-4M3 3 Meters 1 10
FAD4-4M6 6 Meters 1 10
FAD4-4M9 9 Meters 1 10
FAD4-4M10 10 Meters 1 10
FAD4-4M12 12 Meters 1 10
FAD4-4M15 15 Meters 1 10
F9S4-4M Simplex Optical Fiber Patch Cords—FC to FC
F9S4-4M1 9/125um optical fiber cable with one FC connector on 1 Meter 1 10
FOS4-4M2 each end. 2 Meters 1 10
F9S4-4M3 3 Meters 1 10
F9S4-4M6 6 Meters 1 10
F3S4-4M9 9 Meters 1 10
F9S4-4M10 10 Meters 1 10
FID3-4M F9S4-4M12 12 Meters 1 10
F9S4-4M15 15 Meters 1 10
Duplex Optical Fiber Patch Cords—SC to FC
FOD3-4M1 9/125um optical fiber cable withtwo SC connectorson 1 Meter 1 10
FOD3-4M2 one end andtwo FC connectors on the other end. 2 Meters 1 10
FOD3-4M3 3 Meters 1 10
F9S3-4M FOD3-4M10 10 Meters 1 10
Simplex Optical Fiber Patch Cords—SC to FC
F9S3-4Mn 9/125um optical fiber cable with one SC connector on 1 Meter 1 10
F9S3-4M2 one end and one FC connector on the other end. 2 Meters 1 10
F9S3-4M3 3 Meters 1 10
F9S3-4M10 10 Meters 1 10
F9D2-4M Duplex Optical Fiber Patch Cords—ST to FC
FOD2-4MA1 9/125um optical fiber cable with two ST connectorson. 1 Meter 1 10
FOD2-4M2 one end andtwo FC connectors on the other end. 2 Meters 1 10
F9D2-4M3 3 Meters 1 10
FOD2-4M10 10 Meters 1 10
I ‘ Simplex Optical Fiber Patch Cords—ST to FC
FoS2-4M F9S2-4M1 9/125pum optical fiber cable with one ST connectoron 1 Meter 1 10
F9S2-4M2 one end and one FC connector on the other end. 2 Meters 1 10
i F9S2-4M3 3 Meters 1 10
F9S2-4M10 10 Meters 1 10

I 1

“STis a trademark of Lucent Techndogies

For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory) 5
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PANDUIT

OPTI-JACK® Optical Fiber Patch Cords—Multimode 50/125um

F5D6P-4M

F5D6J-4M

F5B4-NM

F5D4-NM

F5D4-4M

F5S4-4M

F5D3-4M

Std.  Std.
Part Length Pkg  Ctn.
Number Description Meters Qty. Qty.
Duplex Optical Fiber Patch Cords— OPTI-JACK Plug to FC Connectors
F5D6P-4M1 50/125um glass optical fiber cable with one FJ Plug 1 Meter 1 10
F5D6P-4M2 onone endand two FC connectors on the other end. ' 5 peters 1 10
F5D6P-4M3 3 Meters 1 10
F5D6P-4M10 10 Meters . 1 10
Duplex Optical Fiber Patch Cords— OPTI-JACK Jack to FC Connectors
F5D6J-4M1 50/125pm glass optical fiber cable with one FJ Jack 1 Meter 1 10
F5D6J-4M2 onone endand two FC connectors on the other end. ' 5 peters 1 10
F5D6J-4M3 3 Meters 1 10
F5D6J-4M10 10 Meters 1 10
ST, SC and FC Optical Fiber Patch Cords—Multimode 50/125pum
Std.  Std.
Part Length Pkg  Ctn.
Number Description (Meters) Qty. Qty.
Simplex Optical Fiber Patch Cords—900um Buffered FC Pigtails
F5B4-NM1 50/125pum glass optical fiber with 900pm buffered 1 Meter 1 10
F5B4-NM2 cable with one FC connector on one endand open on o peters 1 10
F5B4-NM3 the other end. 3Meters 1 10
F5B4-NM10 10 Meters 1 10
Duplex Optical Fiber Patch Cords—3mm Jacketed FC Pigtails
F5D4-NM1 50/125um glass optical fiber cable with two FC 1 Meter 1 10
F5D4-NM2 connectors on one end and open onthe other end. 2 Meters 1 10
F5D4-NM3 3 Meters 1 10
F5D4-NM10 10 Meters 1 10
Duplex Optical Fiber Patch Cords—FC to FC
F5D4-4M1 50/125um glass optical fiber cable with two FC 1 Meter 1 10
F5D4-4M2 connectors on eachend. 2 Meters 1 10
F5D4-4M3 3 Meters 1 10
F5D4-4M10 10 Meters 1 10
Simplex Optical Fiber Patch Cords—FC to FC
F554-4M1 50/125um glass optical fiber cable with one FC 1 Meter 1 10
F5S4-4M2 connector on eachend. 2 Meters 1 10
F5S4-4M3 3 Meters 1 10
F5S4-4M10 10 Meters 1 10
Duplex Optical Fiber Patch Cords—SC to FC
F5D3-4MH1 50/125pm glass optical fiber cable with two SC 1 Meter 1 10
F5D3-4M2 connectors onone end and two FCconnectors on the . 5 peters 1 10
F5D3-4M3 other end. 3Meters 1 10
F5D3-4M10 10 Meters 1 10
Simplex Optical Fiber Patch Cords—SC to FC
F5S3-4M1 50/125um glass optical fiber cable with one SC 1 Meter 1 10
F5S3-4M2 connector on one end andone FC connector onthe = 5 peters 1 10
F553-4M3 other end. 3Meters 1 10
F5S3-4M10 10 Meters 1 10

F5S83-4M

|

i
f

‘.

Al

|

W
W
|
|

“ST” is atrademark of Lucent Technologies

6 Order number of pieces required, in multiples of Standard Package Quantity.

Prime ltems appear in BOLD.



FIBER CABLING SOLUTIONS

ST, SC and FC Optical Fiber Patch Cords—Multimode 50/125pm (continued)

Std  Std.
L I Part Length Pkg. Ctn.
F5D2-4M il o Number Description (Meters) Qty. Qty.
| Duplex Optical Fiber Patch Cords—ST to FC
| F5D2-4M1 50/125pm glass optical fiber cable with two ST 1 Meter 1 10
F5D2-4M2 connectors onone end andtwo FCconnectors onthe | 5 peters 1 10
F5D2-4M3 other end. 3Meters 1 10
F5D2-4M10 10 Meters 1 10
W n Simplex Optical Fiber Patch Cords—ST to FC
F552-4M F5S2-4M1 50/125pm glass optical fiber cable with one ST 1 Meter 1 10
F5S2-4M2 connectoron one end andone FC connector on the 5 Meters 1 10
other end.
F5S2-4M3 3 Meters 1 10
F5S2-4M10 10 Meters 1 10
New Patch Cord Part Number Designation
Example: FJ Plug to 6 Strand Distribution Cable, 62.5/125pym Multimode Fiber, 2 meter is F66D2-5112
Fiber Patch Length
Cord Cable #of Strands Style of Cable Connector #1 — Connector #2 (Meters)
6 strands of
F 6 625/125um 6 fibers D Distribution 2 ST — 2 8T M .6
8 strands of
9  9/125um 8 fibers R Ribbon 3  SC Ceramic — 3 SC Ceramic M 1
12 strands of
5 50/125um 12 fibers B Breakout 4  FC Ceramic — 4  FC Ceramic M 2
5 MPO — 5 MPO M 3
6J FJ Jack — 6J FJdack M 6
6P FJ Rua — 6P FJPLuG M 10

MPO’s ufilize standard APC polish.
ST, SC and FJ utilize standard UPC polish.

“ST” is a trademark of Lucent Technologies

For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory) 7



PANDUIT

ST, SC and OPTI-JACK ® Jacks to Open Fan-Out Patch Cords—
Multimode 62.5/125pm

Std.  Std.
Part Length Pkg. Ctn.
Number Description (Meters) Qty. Qty.
Distribution Optical Fiber Patch Cords—Six ST Connectors to Pigtails
F66D2-NM1 62.5/125pm six strand optical fiber cable with six ST 1 Meter 1 10
F66D2-NM2 connectors on one end and open on the other end. 2 Meters 1 10
== F66D2-NM3 3 Meters 1 10
F66D2-NM6 6 Meters 1 10
F66D2-NM10 10 Meters 1 10
Distribution Optical Fiber Patch Cords—Six SC Connectors to Pigtails
F66D3-NM1 62.5/125um six strand optical fiber cable with six SC 1 Meter 1 10
F66D3-NM2 connectors on one end and open onthe other end. 2 Meters 1 10
F66D3-NM3 3 Meters 1 10
F66D3-NM6 6 Meters 1 10
F66D3-NM10 10 Meters 1 10
Distribution Optical Fiber Patch Cords—Four OpTI-JACK Jacks to Pigtails
F68D6J-NM1 62.5/125um eight strand optical fiber cable with four FJ 1 Meter 1 10
F68D6J-NM2 jacks onone end and open onthe other end. 2 Meters 1 10
F68D6J-NM3 3 Meters 1 10
F68D6J-NM6 6 Meters 1 10
F68D6J-NM10 10 Meters 1 10
Distribution Optical Fiber Patch Cords—Twelve SC Connectors to Pigtails
F612D3-NM1 62.5/125um twelve strand optical fiber cable with twelve 1 Meter 1 10
F612D3-NM2 SC connectors on one end and open on the otherend. 2 Meters 1 10
F612D3-NM3 3 Meters 1 10
F612D3-NM6 6 Meters 1 10
F612D3-NM10 10 Meters 1 10
Available 4th quarter, 2000.
ST, SC and OPTI-JACK® Jacks to Open Fan-Out Patch Cords—
Singlemode 9/125pym
Std.  Std.
Part Length Pkg. Ctn.
Number Description (Meters) Qty. Qty.
;— g Distribution Optical Fiber Patch Cords—Six ST Connectors to Pigtails
e F96 D2-NM1 9/125pm six strand optical fiber cable with six ST 1 Meter 1 10
F96D2-NM2 connectors on one end and open onthe other end. 2 Meters 1 10
F96D3-NM F96D2-NM3 3Meters 1 10
F96 D2-NM6 6 Meters 1 10
F96D2-NM10 10 Meters 1 10
Distribution Optical Fiber Patch Cords—Six SC Connectors to Pigtails
F96D3-NM1 9/125pmsix strand optical fiber cable with six SC 1 Meter 1 10
F96 D3-NM2 connectors on one end and open onthe other end. 2 Meters 1 10
F96D3-NM3 3 Meters 1 10
F96 D3-NM6 6 Meters 1 10
F96D3-NM10 10 Meters 1 10

ST, SC and FJ utilize standard UPC polish.
Available 4th quarter, 2000.

“ST”is a trademark of Lucent Technologies

8 Order number of pieces required, in multiples of Standard Package Quantity. Prime ltems appear in BOLD.



ST, SC and OPTI-JACK® Jacks to Open Fan-Out Patch Cords—

FIBER CABLING SOLUTIONS

Singlemode 9/125pum (continued)

Part Length
Number Description (Meters)
Distribution Optical Fiber Patch Cords—Four OpTI-JACK Jacks to Pigtails
- F98D6J-NM1 9/125um eight strand optical fiber cable with four FJ jacks' 1 Meter
- - e F98D6J-NM2 on one end and openonthe other end. 2 Meters
= F98D6J-NM3 3 Meters
FI6D3-NM F98D6J-NM6 6 Meters
F98D6J-NM10 10 Meters
Distribution Optical Fiber Patch Cords—Twelve SC Connectors to Pigtails
F912D3-NM1 9/125um twelve strand optical fiber cable withtwelve SC = 1 Meter
F912D3-NM2 connectors on one end and open on the other end. 2 Meters
F912D3-NM3 3 Meters
F912D3-NM6 6 Meters
F912D3-NM10 10 Meters
ST, SC and FJ utilize standard UPC polish.
Available 4th quarter, 2000.
MPO Optical Fiber Patch Cords—Multimode 62.5/125um
Part Length
Number Description (Meters)
Four Fiber Strands
F64D5-5M1 62.5/125um four strand optical fiber cable with MPO 1 Meter
F64D5-5M2 connectors on both ends. 2 Meters
F64D5-5M3 3 Meters
F64D5-5M5 5 Meters
F64D5-5M10 10 Meters
Six Fiber Strands
Coming F66D5-5M1 62.5/125um six strand optical fiber cable with MPO 1 Meter
F66D5-5M2 connectors on both ends. 2 Meters
J Soon... F66D5-5M3 3 Meters
F66D5-5M5 5 Meters
F66D5-5M10 10 Meters
Eight Fiber Strands
F68D5-5M1 62.5/125um eight strand optical fiber cable with MPO 1 Meter
F68D5-5M2 connectors on both ends. 2 Meters
F68D5-5M3 3 Meters
F68D5-5M5 5 Meters
F68D5-5M10 10 Meters
Twelve Fiber Strands
F612D5-5M1 62.5/125um twelve strand optical fiber cable with MPO 1 Meter
F612D5-5M2 connectors on both ends. 2 Meters
F612D5-5M3 3 Meters
F612D5-5M5 5 Meters
F612D5-5M10 10 Meters

Available 4th quarter, 2000.

“ST’ is a trademark of Lucent Techndogies
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PANDUIT

MPO Optical Fiber Std. | st
Patch Cords— Part Length Pkg = Ctn.
Sa d Number Description (Meters) Qty. Qty.
mglemo e Four Fiber Strands
9A 25”m F94D5-5M1 9/125pum four strand optical fiber cable with MPO 1 Meter 1 10
F94D5-5M2 connectors on both ends. 2 Meters 1 10
F94D5-5M3 3 Meters 1 10
F94D5-5M5 5 Meters 1 10
. F94D5-5M10 10 Meters 1 10
Com]ng Six Fiber Strands
S F96D5-5M1 9/125um six strand optical fiber cable with MPO 1 Meter 1 10
‘ OOH... F96D5-5M2 connectors on both ends. 2 Meters 1 10
F96D5-5M3 3 Meters 1 10
F96 D5-5 M5 5 Meters 1 10
F96D5-5M10 10 Meters 1 10
Eight Fiber Strands
F98D5-5M1 9/125um eight strand optical fiber cable with MPO 1 Meter 1 10
F98D5-5M2 connectors on both ends. 2 Meters 1 10
F98D5-5M3 3 Meters 1 10
F98D5-5M5 5 Meters 1 10
F98D5-5M10 10 Meters 1 10
Twelve Fiber Strands
F912D5-5M1 9/125pm twelve strand optical fiber cable with MPO 1 Meter 1 10
F912D5-5M2 connectors on both ends. 2 Meters 1 10
F912D5-5M3 3 Meters 1 10
F912D5-5M5 5 Meters 1 10
F912D5-5M10 10 Meters 1 10
MPO's utilize standard APC polish.
Available 4th quarter, 2000
Std.  Std.
M PO to ST, SC and Part Length Pkg = Ctn.
OPTI-JACK Jacks Number Description Meters = Qty.  Qty.
Break-Out Patch Distribution Optical Fiber Patch Cords—Six ST Connectors to MPO
C d F66D2-5M.6 62.5/125um optical fiber cable with six ST connectors on = .6 Meters 1 10
oras— F d and one MPO on the other end
. 66D2-5M1 oneend andone on the other end. 1 Meter 1 10
Multimode 62.5/ F66D2-5M2 2Meters 1 10
125|,|m F66D2-5M3 3Meters 1 10
F66D2-5M10 10 Meters 1 10
Distribution Optical Fiber Patch Cords—Six SC Connectors to MPO
F66D3-5M.6 62.5/125pum optical fiber cable with six SC connectors on = .6 Meters 1 10
— = F66D3-5M1 one end and one MPO on the other end. 1 Meter 1 10
F66 D3-5M2 2 Meters 1 10
F66D3-5M3 3 Meters 1 10
F66D2-5M F66D3-56M10 10 Meters 1 10
Distribution Optical Fiber Patch Cords—Twelve SC Connectors to MPO
F612D3-5M.6 62.5/125pum optical fiber cable with twelve SC connectors = .6 Meters 1 10
F612D3-5M1 on one end and one MPO on the otherend. 1 Meter 1 10
F612D3-5M2 2 Meters 1 10
F612D3-5M3 3 Meters 1 10
F612D3-5M10 10 Meters 1 10
Distribution Optical Fiber Patch Cords—Four OpPTI-JACK Jacks to MPO
F68D6 J-5M.6 62.5/125pm optical fiber cable with four OPTIFJACK jacks = .6 Meters 1 10
F68D6J-5M1 on one end and one MPO on the otherend. 1 Meter 1 10
F68 D6 J-5M2 2 Meters 1 10
F68 D6 J-5M3 3 Meters 1 10
“ST”is a trademark of Lucent Techrologies F68D6J-5M10 10 Meters = 1 10

1 0 Order number of pieces required, in multiples of Standard Package Quantity. Prime ltems appear in BOLD.



FIBER CABLING SOLUTIONS

MPO to ST, SC and OPTI-JACK Jacks Break-Out Patch Cords—Singlemode 9/125pum

o Std.  Std.
— po Part Length Pkg. Cin.
3 = === Number Description Meters Qty. Qty.
Duplex Optical Fiber Patch Cords—Six SC Connectors to MPO
F96D3-5M F96D3-5M.6 9/125um optical fiber cable with six SC connectors on one .6 Meters 1 10
F96D3-5M1 end and one MPO on the otherend. 1 Meter 1 10
F96D3-5M2 2 Meters 1 10
F96D3-5M3 3 Meters 1 10
F96D3-5M10 10 Meters 1 10
Duplex Optical Fiber Patch Cords—Twelve SC Connectors to MPO
F912D3-5M.6 9/125pum optical fiber cable with twelve SPC connectors = .6 Meters 1 10
F912D3-5M1 onone end and one MPO onthe other end. 1 Meter 1 10
F912D3-5M2 2 Meters 1 10
F912D3-5M3 3 Meters 1 10
F912D3-5M10 10 Meters 1 10
Duplex Optical Fiber Patch Cords—Four OrT1i-JACKk Jacks to MPO
F98D6J-5M.6 9/125um optical fiber cable with four OPTI-ACK jacks on = .6 Meters 1 10
F98D6J-5M1 one endand one MPO on the other end. 1 Meter 1 10
F98D6J-5M2 2 Meters 1 10
F98D6J-5M3 3 Meters 1 10
F98D6J-5M10 10 Meters 1 10
MPO’s utilize standard APC pdish.
ST, SC and FJ utilize standard UPC polish.
Optical Coupler Module
* Provides instant access to monitor valuable * Helps ensure reliable service for customers
optical circuits » Compatible with OPTICOM™ FRME 72EBL
* Simplifies installation, testing and Enclosures
troubleshooting
Std.
Part Pkg.
. Number Description Qty.
CO]/V['”/]_g F6B-2-4JAKBBAA  90/10 Singlemode Wideband Optical Coupler Module with 1
SC Connectors
‘ SOO”,,, Available 4th quarter, 2000.
™ - - ]
orticom ™ Fiber Optic Rack Mount Enclosures with Adapter Panels
¢ Ceramic splitsleeves for
singlemode applications
* Bronze split sleeves for No. of Std.
multimode applications Part . Rack Pkg.
Number Description Spaces” Color Qty.
FRME72EFCBL 72 Port Radk Mount Enclosure with 72 FC Bronze 4 Black = 1
Adapters
FRME72EFCZBL 72 Port Rack Mount Enclosure with 72 FC Ceramic. 4 Black =1
Adapters
FRME72ESCBL 72 Port Rack Mount Enclosure with 72 SimplexSC. 4 Black 1
- Bronze Adapters
a—_— FRME72ESCZBL 72 Port Rack Mount Enclosures with 72 Simplex 4 Black 1
FRME72EFCBL SC Ceramic Adapters

AOne rack space = 1.75" (44.45mm)
“ST” is atrademark of Lucent Technologies

For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory) 11



PANDUIT

Fiber Optic Adapter Panels—Supplied with Fiber Optic Adapters

* Supplied with fiber optic adapters

* Snaps quickly into the front of all
OPTICOM™ Fiber Optic Enclosures

Std. Std.
Part Pkg. Ctn.
Number Description Color Qty. Qty.
FAPBWE FAPEWFCZ FAP6WFC Preloaded with 6 Simplex FC Bronze Adapters Black 1 10
6WFC 6WFC FAP6WFCZ Preloaded with 6 Simplex FC Ceramic Adapters Black 1 10
FAP6WSCZ Preloaded with 6 Simplex SC Ceramic Adapters Black 1 10
FAP6WBSC Preloaded with 6 Beige Simplex SC Bronze Adapters Black 1 10
FAP6WBSC
OpPTicoM Pre-Terminated Cassettes with Multi-Fiber Connectors
* Factory assembled andtested connectors  * “Plug -N- Play” system — no temminations
* Utilize same footprint as FMP and FAP required
series panels tofitinany rack or wallmount e Significantly reduces installation time and
OPTICOM enclosure labor
Std.
Part Pkg.
Number Description Qty.
FC6STMFCM Molded fiber cassette with 6 front mounted ST connectors to rear mounted MPO
62.5/125um.
FC6SCMFCM Molded fiber cassette with 3 front mounted duplex SC connectors to rear mounted 4
MPO 62.5/125um.
FC12SCMFCM  Molded fiber cassette with 6 front mounted duplex SC connectors to rear mounted 1
MPO 62.5/125pm.
FC8FJMFCM Molded fiber cassette with 4 front mounted FJ connectors to rear mounted MPO
62.5/125um.
FC6STMFCS Molded fiber cassette with 6 front mounted ST connectors to rear mounted MPO
9/125pm.
FC6SCMFCS Molded fiber cassette with 3 front mounted duplex SC connectors to rear mounted 4
MPO 9/125um.
FC12SCMFCS  Molded fiber cassette with 6 front mounted duplex SC connectors to rear mounted 1
MPO 9/125um.
FC8FRJMFCS

Molded fiber cassette with 4 front mounted FJ connectors to rear mounted MPO 1
9/125um.

oprTicoM Pre-Terminated Cassettes with Pigtail Cable Stub

* Factory assembled andtested connectors  * No connectorterminations required

Std.
Pkg.
Description Qty.
Molded fiber cassette with 6 front mounted ST connectors to rear pigtail 62.5/ 1

125um 5 meters jacketed cable coiled outside cassette.

Molded fiber cassette with 3 front mounted duplex SC connectors (6 fbers)torear 1
pigtail 62.5/125pm 5 meters jacketed cable coiled outside cassette.

Molded fiber cassette with 4 front mounted FJ connectors (8 fibers) to rearpigtail 1
62.5/125um 5 meters jacketed cable coiled outside cassette.

* Utilize same footprint as FMP and FAP e Significantly reduces installationtime and labor
series panels to fitin any rack mount
OPTICOM enclosure
Part
Number
FC6S TMP5
FC6S CMP5
‘ FC8FJMP5
FC12SCMP5

Molded fiber cassette with 6 front mounted duplex SC connectors (12 fibers) to 1
rearpigtail 62.5/125pum 5 meters jacketed cable coiled outside cassette.

“ST"is a trademark of Lucent Technologies

1 2 Order number of pieces required, in multiples of Standard Package Quantity. Prime ltems appear in BOLD.



FIBER CABLING SOLUTIONS

opTicom™ Pre-Terminated Cassettes with Pigtail Cable Stub (continued)

Std.
Part Pkg.
Number Description Qty.
FC6STSP5 Molded fiber cassette with 6 front mounted ST connectors to rear pigtail 9/125um
R - ) :
C 5 meters jacketed cable coiled outside cassette.
Om”/lg FC6SCSP5 Molded fiber cassette with 3 front mounted duplex SC connectors (6 fibers)to rear
SOO” pigtail 9/125pum 5 meters jacketed cable coiled outside cassette.
e FC8FJSP5 Molded fiber cassette with 4 front mounted FJ connectors (8 fiers) to rear pigtail
9/125um 5 meters jacketed cable coiled outside cassette.
FC12SCSP5 Molded fiber cassette with 6 front mounted duplex SC connectors (12 fibers) to 1
rear pigtail 9/125pm 5 meters jacketed cable coiled outside cassette.
Available 4th quarter, 2000.
oprTicoM Pre-Terminated Enclosures with Pigtails and Splice Trays
* Simplifies installation process  Each pigtail individually labeled
* Factory assembled and tested connectors * Accommodates mechanical or fusion splices
* No connector terminations required
No. of Std.
Part Rack Pkg.
Number Description Spaces” Qty.
Pullout Drawers
FMD24STMP  FMD24 assembled with 24 ST Pigtails (62.5/125900um fiber2 meters), 4 1 1
FAP6WST, 1 FSTHE and 2 FST6.
FMD24SCMP  FMD24 assembled with 24 SC Pigtails (62.5/125 900um fiber 2 meters), 4 1 1
FAP3WDSC, 1 FSTHE and 2 FST6 splice trays.
FMD24FJMP  FMD24 assembled with 12 duplex FJ Pigtails (62.5/125 900umfiber 2 1 1
meters), 2 FMP6, 2 FAPB, 1 FSTHE and 2 FST6.
FMD24STMP ; o .
FMD48STMP  FMD48 assembled with 48 ST Pigtails (62.5/125 900um fiber 2 meters), 8 5 1
FAP6WST, 1 FSTHE and 4 FST6.
FMD48SCMP  FMD48 assembled with 48 SC Pigtails (62.5/125 900um fiber 2 meters), 8 5 1
FAP3WDSC, 1 FSTHE and 4 FST6.
FMD48FMP FMD48 assembled with 24 duplex FJ Pigtails (62.5/125 900um fiber 2 5 1
meters), 4 FMP6, 4 FAPB, 1 FSTHE and 4 FST6.
Trays
FMT24STMP FMT24 assembled with CFAPPBL1, 4 FAP6WST, 24 ST Pigtails (62.5/125 1 1
900pum fiber 2 meters), 1 FSTHE and 2 FST6.
FMT24SCMP  FMT24 assembled with CFAPPBL1, 4 FAP3WDSC, 24 SC Pigtails 1 1
(62.5/125900um 2 meters), 1 FSTHE and 2 FST6.
FMT24FJMP FMT24 assembled with CFAPPBL1, 2 FMP6, 2 FAPB, 12 FJ duplex 1 1
‘ Pigtails (62.5/125900pm 2 meters), 1 FSTHE and 2 FST6.
FMT48STMP FMT48 assembled with CFAPPBL2, 8 FAP6WST, 48 ST Pigtails (62.5/125 5 1
900pum 2 meters), 1 FSTHE and 4 FST6.
FMT48SCMP  FMT48 assembled with CFAPPBL2, 8 FAP3WDSC, 48 SC Pigtails 5 1
(62.5/125900pum 2 meters), 1 FSTHE and 4 FST6.
FMT48FJMP FMT48 assembled with CFAPPBL2, 4 FMP6, 4 FAPB, 24 FJ duplex 5 1
Pigtails (65.5/125900pm 2 meters), 1 FSTHE, 4 FST6.
Wall Mount Enclosures
FWME12STMP FWME12EBL assembled with 2 FAP6WST, 12 ST Pigtails (62.5/125 1
900um fiber 2 meters). _
FWME12SCMP FWME12EBL assembled with 2 FAP3WDSC, 12 SC Pigtails (62.5/125 1
Com_in 900um fiber 2 meters). _
g FWME12FJMP  FWME12EBL assembled with 1 FMP6, 1 FAPB, 6 FJ Pigtails (62.5/125 1
‘ SOO” 900um 2 meters).
FWME24STMP FWME24EBL assembled with 4 FAP6WST, 24 ST Pigtails (62.5/125 1
900pum fiber 2 meters), 1 FSTHW and 2 FST®6.
FWME24SCMP FWME24EBL assembled with 4 FAP3WDSC, 24 SC Pigtails (62.5/125 1
900pum fiber 2 meters), 1IFSTHW and 2 FST6.
FWME24FJMP FWME24EBL assembled with2 FMP6, 2 FAPB, 12 FJ Pigtails (62.5/125 1
900pum 2 meters), 1 FSTHW and 2 FST6.
/\Onle rack space = 1.75" (44.456mm)
Available 4th quarter, 2000. “ST”is a trademark of Lucent Technologies
For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory) 13



PANDUIT

opticom™ Fiber Optic Accessories

Std. Std.
Part Pkg. Ctn.
) Number Description Qty. Qty.
Comin CMVEB19 Cable Management Vertical Enclosure Bracket mounts to OPTICOM FRME 72 1 1
g series enclosures and provides a vertical fiber pathway when used on a 19"
rack.
SOOH"' CMVEB23 Cable Management Vertical Enclosure Bracket mounts to OPTICOM FRME72 = 1 1

“ rack.
Available 4th quarter,2000.

OpTicoMm HD High Density Fiber Distribution System

* Maximum density

* Integral bend radius control

e Supports up to1728 Simplex SC fibers or 2304 FJ fibers
ona single 7’ rack

» Compatible with industry standard EIA or WECO
equipment racks

* Available with FJ, FC or SC connectors

orticom HD Fiber Optic Connector Enclosures

e Fully Retractable front cover or
moves, adds and changes
* Removable connectorpanel

* Attached labeling

Part

Number Description

HDFE48FJ13 OPTICOM HD Fiber Enclosure accepts48 FJ Connectors *
HDFE72FC13 OPTICOM HD Fiber Enclosure with 72 FC Adapters
HDFE72SC13 OrTICOM HD Fiber Enclosure with 72 SC Adapters

HDFE72FC17 OPTICOM HD Fiber Enclosure with 72 FC Adapters
HDFE72FJ17 OPTICOM HD Fiber Enclosure accepts 72 FJ Connectors *
HDFE72S8SC17 OrTicOM HD Fiber Enclosure with 72 SC Adapters.
HDFE96FC17 OPTICOM HD Fiber Enclosure with 96 FC Adapters
HDFE96SC17 OrTicOM HD Fiber Enclosure with 96 SC Adapters
HDFE144SC17 OrTicOM HD Fiber Enclosure with 144 SC Adapters

AOne rack space = 1.75" (44.45mm)
*FJ Connrectors sold separately.

HDFE72SC13
HDFE72SC17

orticom HD Fiber Module Enclosures

¢ Supports spliter and WDM applications
* Facilitates affordable system growth

* 13" enclosure supports up to twelve OPTICOM HD modules
* 17" enclosure supports up to 16 OPTICOM HD modules
* Fully retractable front cover

Part

Number Description
HDFEM13 OPTICOM HD Fiber Module Enclosure 13"
HDFEM17 OPTICOM HD Fiber Module Enclosure 17"

AOne rack space = 1.75" (44.45mm)

HDFEM13
HDFEM17

series enclosures and provides a vertical fiber pathway when used on a 23"

No. of Std.
Rack Pkg.
Spaces”® Color Qty.

Opricom HD 13" Fiber Optic Rack Mount Enclosure—For 19" Racks

3 Off White
3 Off White
3 Off White 1

—_ -

Opricom HD17" Fiber Optic Rack Mount Enclosure—For 19" or 23" Racks

Off White
Off White
Off White
Off White
Off White
Off White

W W wWwwwow
- A

No. of
Rack Pkg.
Spaces® Color Qty.

3 Off White = 1
3 Off White = 1

Std.

1 4 Order number of pieces required, in multiples of Standard Package Quantity.

Prime ltems appear in BOLD.



FIBER CABLING SOLUTIONS

optTicom™ HD Preterminated Connector Modules with Pigtail Cable Stub

* Designed for use with OP TICOM
HD Fiber Module Enclosures

* Preterminated with 5 meters (9/125pm) jacketed cable
* 5 meters cable slack

* SC and FC modules support 6 connectors
» OPTI-JACK® modules supports 12 fibers (6 jacks)

Std.  Std.
Part Pkg. Ctn.
Number Description Color Qty. Qty.
HDFM6FC OPTICOM HD Fiber Module with 6 FC Connectors. Off White 1 10
HDFM6FJ OPTICOM HD Fiber Module with 6 OPTI-JJACK Connectors. Off White 1 10
HDFM6SC OPTICOM HD Fiber Module with 6 SC Connectors. Off White 1 10
HDFMB OPTICOM HD Fiber Module Blank. Off White 1 10
HDFM6FC
OpPTICOM HD Modular Patch Panels
* Open back design
* Accepts MINI-COM® Modules
No. of Std.
Part Rack Pkg.
Number Description Spaces” Color Qty.
HDFPM13 OPTICOMHD Fiber Panel 13"—72 Ports. 3 Off White 1
HDFPM17 OPTICOMHD Fiber Panel 17" —96 Ports. 3 Off White 1
‘ AOne rack space= 1.75" (44.456mm)
Available 3rd quarter, 2000.
OPTICOM HD Cable Management Panel
* Aligns with OPTICOM HD Modular Patch Panels
No. of Std.
Part Rack Pkg.
Number Description Spaces® Color Qty.
COmin HDCM13 Duct Style Horizontal Cable Management Panel— 13" 2 Off White ' 1
g HDCM17 Duct Style Horizontal Cable Management Panel— 17" 2 Off White ' 1
‘ SOOH". "One rack space= 1.75" (44.45mm)
Available 4th quarter, 2000.
orticom HD Splice Enclosures
* 13" enclosure supports up to 72 fusion or mechanical splices
* 17" enclosure supports up to 96 fusion or mechanical splices
No. of Std.
Part Rack Pkg.
. Number Description Spaces® Color Qty.
COVV[]Hg HDFES13 OPTICOMHD Fber Spice Enclosure 13", 3 OffWhite 1
‘ SOO” HDFES 17 OPTICOMHD Fiber Splice Enclosure 17" 3 Off White ' 1
oo AOne rack space = 1.75" (44.45mm)

Requires F ST 6 Splice Trays.
Available 4th quarter, 2000.

For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory) 15



PANDUIT

opTicom HD Cable Routing Troughs

No. of Std. Std.

Part Rack Pkg. Ctn.
Number Description Spaces”® Qty. Qty.
TRT19L Trough mounts to the bottom of 19" rack. Provides a 5 1 1
TRT19L TRT19LF l?eir;way to route cables from the front of rack to the
TRT23L Trough mounts to the bottom of 23" rack. Provides a 5 1 1
pathway to route cables from the front of rack to the
rear.
TRT19LF Trough mounts to the bottom, front of 19" rack. 5 1 1
TRT23LF Trough mounts to the bottom, front of 23" rack. 5 1 1
TRTJLR TRT19M TRTJLR Trough provides continuous horizontal pathway for — 1 1
cables on rear of adjacent racks when used with a 5"
wide interbay vertical slack manager between racks.
TRT19M Trough mounts to 19" rack above lower horizontal 4 1 1
trough to provide additional capacity for cables routed
from front to rear.
TRT23M Trough mounts to 23" rack above lower horizontal 4 1 1
TRT19MF TRTJMR trough to provide additional capacity for cables routed
from front to rear.
TRT19MF Trough mounts to 19" rack above lower horizontal 4 1 1
trough on front for routing cable on an individual rack.
TRT23MF Trough mounts to 23" rack above lower horizontal 4 1 1
trough on front for routing cable on an individual rack.
TRTJMR Trough mounts to rear of adjacent racks. — 1 1
TRTR TRT19R Trough mounts to rear of 19" rack in multiple locations. — 1 1
TRT23R Trough mounts to rear of 23" rack in multiple locations. — 1 1
TRTR Trough provides continuous horizontal pathway on rear — 1 1

of adjacent racks when either TRT19R or TRT23R is
installed. Waterfall allows cables to route vertically
between different horizontal levels on rear.

A One rack space =1.75" (44.45mm)

Fill Capacity of Lower and Mezzanine Troughs = 516 3mm Jacketed Fibers

Fill Capacity of Front Only Lower and Mezzanine Troughs = 600 3mm Jacketed F ibers

Fill Capacity of Rear Trough = 180 3mm Jacketed Fibers

1 6 Order number of pieces required, in multiples of Standard Package Quantity. Prime ltems appear in BOLD.



FIBER CABLING SOLUTIONS

opPtTicom™ HD Accessories

HDFEVCMR

TREC TRVSM TRVSMRP

TRVCMR

Part
Num ber Description Color
HDFEVCMR OpPTIcOM HD Fiber Endosure Vertical Cable Management  Off White

Plastic Ring. Replacement part, provided with all OPICOM
HD enclosures.

Telecommunication Rack End Cap

TREC Telecommunication Rack End Cap — 18". Mounts to end of = Off White
rack lineup. Enclosed area can be used for routing power,
voice or data lines.

Telecommunication Rack Interbay Vertical Slack Manager

TRVSM Telecommunication Rack Interbay Vertical Slack Manager— Off White
5" wide.
TRVSMRP Telecommunication Rack Interbay Vertical Slack Manager  Off White

Rear Plate. Comes with seven CMRSDR1G.
Vertical Cable Management Ring

CMRSDR1G Vertical Cable Management Ring 4" x 4". Replacement Off White
product with TRUSMRP Slack Manager Rear Plate.

Telecommunication Rack Vertical Cable Management Metal Ring

TRVCMR Telecommunication Rack Vertical Cable Management Metal Off White
Ring 7" L x 2.75" H.
TRVCMRN Telecommunication Rack Namrow Vertical Cable Off White

Management Metal Ring7" Lx 1.75" H. Used when
mounting 17" OPTICOM HD Enclosures to 19" rack.

For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory)

Std.
Pkg.
Qty.

1
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PANDUIT

Mini Wall Mount Enclosure and Accessories

* Lock for added security

* Top, bottom and rear cable access
* Supports up to 40 MINI-COM © modules

CPPL8WBL

CMRSHLF7

Part
Number

CWMS
CMRSHLF7
CPPL8WBL

@@ MinI-ComM® Modules

* Modules occupy one module space

G-

CMFSR -

-
= =

CMBA75

Part
Number

CMFSR

Under Floor Cable Box

* Supports up to 48 MINI-COM modules

* Top and bottom cable access

* Supplied with cable management

accessories

Zone Cabling Boxes
* Supports standard 19" patch panels

* Works with standard 24" x 24" raised floorpanels

* Easy to install

]

CIFZC8 l.

CICZC6

* Rear hinges for easy access

Description

Mini Wall Mount Enclosure
Mini Wall Mount Shelf
8 Port Patch Panel with Label

Description

Self Terminating F-Connector

Std.  Std.
Pkg Cin.
Qty. Qty.
1 —
1 10
1 10

No.of Std. Std.
Module Pkg. Cin.
Colort Spaces Qty. Qty.

Off White 1 1 10

CMBA75IW-C 750 hm BNC coax coupler module (Buk Packaged) Off White 1 100 1000
tOther colors available, see cdor chart below.
* Rugged 16 gauge steel construction for long term
durability
e Suitable for wallmount applications and under floor

Std.

Part Pkg

Number Description Qty.
CUFB48BL 48 Port Under-Floor Cable Box (Mini Port) 15" x 10" x 1.875" 1
CUFF-KIT 48 Port Under-Floor Cable Box (Kit), to be used with fiber optic 1

products. Kitincludes: 4 PAN-TY™ cable ties, 2 adhesive fiberspools, 4
ol support brackets to hold fiber cable, 1 grounding lug, 1 laser warning
label and 1 fiber warning label

No. of Std.

Part Rack Pkg.

Number Description Spaces” Qty.
CIFZC4 96 Port In-Floor Zone Cabling Box 4 1
CIFZC8 192 Port In-Floor Zone Cabling Box 8 1
CIFzZC11 264 Port In-Floor Zone Cabling Box 11 1
CiczcCe 144 Port In-Ceiling Zone Cabling Box 6 1

AOne rack space = 1.75" (44.45mm)

Standard Colort:

For other colors, substitute IW with:

W

Off White
Color shown is approximate.

El

WH

1G

BL

Elec. Ivory

White

Int. Gray

Black

Colors shown are approximate.

1 8 Order number of pieces required, in multiples of Standard Package Quantity.

Prime ltems appear in BOLD.



WORK AREA OUTLET SOLUTIONS

@@ Mini-com® Classic Series Dedicated Sloped Faceplate

¢ Individual modules snap inand out

¢ Includes label and label cover for
easy identification

Std.  Std.
CFPSL4 Part Pkg. Ctn.
Number Description Colort Qty. Qty.

CFPSL4IW

Single gang sloped verticalfaceplate with label holds up to four Off White 1 10
MINI-COM/OPTI-JACK connector modules.

$Other colors available. See page 17.

@® Mini-Com Snap-In 4 Port Faceplate Patch Panels

* Enhanced faceplate snap geometry
facilitates easy moves, adds and
changes

* Front access

CPP24WBL

No. of Std.  Std.

Part Rack Pkg. Cin.
Number Description Spaces® Qty. Qty.
CPP24WBL-X 24 Port Modular Patch Panel (Bulk Packaged) 1 10 —
CPP32WBL CPP32WBL 32 Port Modular Patch Panel 1 1 10
= EREN T TE] CPP32WBL-X 32 Port Modular Patch Panel (Bulk Packaged) 1 10 —
2 CPP48WBL-X 48 Port Modular Patch Panel (Bulk Packaged) 4 10 —
CPP48WBL AOne rack space = 1.75" (44.45mm)
@® Stainless Steel Faceplates
¢ Individual modules snap inand out * Faceplates supplied with mounting
* Impact resistant for light industrial screws
environments
Std.  Std.
| Part Pkg. Cin.
oy Number Description Qty. Qty.
L 8 Module Space, Double Gang
| i CFP8S-2G Double gang faceplate holds up to eight MINI-COM/ OPTI-JACK® connector = 1 10
i | modules. Depthto rear of Modules: 1.2" (30.73mm).
CFP8S-2G ; ~"*= 1 10 Module Space, Double Gang
] CFP10S-2G Double gang faceplate holds up to ten MINI-COM/OPTI~JACK connector 1 10
modules. Depth to rear of Modules: 1.21" (30.73mm).
CFP10S-2G
U)@B: Keystone Phone Plate with Jack
* Stainless steel construction
* Mounts standard telephones flush to
wall surface
Std. Std.
i Part Pkg. Cin.
KWP3 Number Description Qty. Qty.
I.] | KWP3 Stainless steel phone plate with Category 3 Keystone Jack 1 10
KWP5 Stainless steel phone plate with Category 5 Keystone Jack 1 10
|

For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory) 19
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NETFRAME™ Rack System

* Completely modular system includes 6" deep channels and 16
modular D-rings for vertical cable management, metal hinged doors,
top bend radius control channels and assembly hardware

* Bottom channel can accommodate power outlets

* Pass through holes on front and side of channels provide
convenient patching frontto back or between racks

* Heavy duty shelves available to accommodate network equipment

* Top channel provides pathway with or without ladder rack

* Compatible with horizontal cable management panels, including
wiring duct and OPEN-ACCESS™ D-ring panel options, OPTICOM™
fiber optic enclosures and other 19" rack mount products

* Easy field installation

* Assembles as 19" or 23" wide rack

NETFRAME Rack System Accessories

Cable Management Rack End Cap mounts to side of NETFRAME or \ertical —
Slack Manager and provides an aesthetically pleasing solution for the end
of a row of racks. Enclosed area can be used forrouting of power, voice or

Cable Management Vertical SlackManager (Front Only), mounts to side of —

rack and provides an area for managing fiber slack.

Cable Management Vertical Slack Manager Rear Bracket provides means —
for managing interfacility cable onrear of Vertical Slack Manager.

Cable Management Lower Trough mounts to the bottom of a 19" rack. 4
Provides bend radius control and additional facility for routing cable from

Cable Management Lower Trough mounts to the bottom of a 23" rack. 4
Provides bend radius control and additional facility for routing cable from

Cable Management Upper Trough mounts to the top of a 19" rack. 2

Provides bend radius control and additional facility for routing cable from

Cable Management Upper Trough mounts to the top of a 23" rack. 2

Provides bend radius control and additional facility for routing cable from

CMREC
datalines.
CMRSW84 CMVSMF CMVSMF
CMVSMRB
v . cuTrs
CMVSMRB CMLT19 one rack to another.
CMLT23
one rack to another.
CMUT19
CMUT19 one rack to another.
CMUT23
one rack to another.
CMRSLRB

Cable Management Ladder Rack Bracket mounts to top of NETFRAMEand .~ —

allows ladder rack to be mounted perpendicular to front or rear of rack for

19" and 23" racks.

CMRSWF-KIT Enhanced NETFRAME Rack System Waterfall Kit mounts to top center of —
Enhanced NETFRAME Rack and provides additional bend radius control.

CMRSVCE
CMVD4X4

Enhanced NETFRAME Replacement Door mounts to front or rear of rack. —
NETFRAME Duct Accessory is 4" x 4" G duct and mounts to front of —

channels in place of D-rings.

AOne Rack Space =1.75" (44.45mm)

0@ PANDUIT® Standard EIA Racks

No. of
Part Rack
Number Description Spaces”?
84" High Standard EIA 23" Racks
CMR23X84 Cable Management Rack — 23" . 45
26" High Standard EIA 19" Racks
CMR19X26 Cable Management Rack — 19" . 13

U

CMR19X26

CMR23X84

AOre race space= 1.75" (44.45mm)

No. of Std.
Part Rack Pkg.
Number Description Spaces” Qty.
NETFRAME Rack System
CMRSW84  Enhanced NETFRAME Rack System 7'. 45 1
CMRSW90  Enhanced NETFRAME Rack System 7' 6". 48 1
CMRS 84 Enhanced NETFRAME Rack System without doors 7. 45 1

Std.
Pkg.
Qty.

20 Order number of pieces required, in multiples of Standard Package Quantity.

Prime ltems appear in BOLD.



TELECOMMUNICATION CLOSET SOLUTIONS

Network Cable Managers — Horizontal

* One piece plastic construction provides durability * Removable hinged door

* Integral bend radius control throughout * Flexible fingers for easy cable installation
* Pass through holes for easy cable installation * Integral wire retainers

* Helps maintain high performance copper and * Hinged covers stay in up or down position

fiber optic cable bend radii
No. of Std. Std.

Part Rack Pkg. Ctn.
Number Description Spaces” Qty. Qty.
NCMH2 Horizontal Cable Manager, Front 3" x 3", Rear 2" x 5" — 19". 2 1 10
NCMHF2 Horizontal Cable Manager, Frontonly 3" x 3" — 19" 2 1 10

A One rack space = 175" (44.45mm)

NCMH2

Horizontal Cable Management System

* Manages cables on frontand rear of * Ductfingers retain cables in place
telecommunication racks « Color: Black
* Covers are easily removable so cables * Pass through holes for easy cable routing

are accessible for quick revisions
* Panels mount to standard EIA 19" racks
or23" racks

No.of Std. Std.

Part Rack Pkg. Ctn
Number Description Spaces” Qty. Qty.
Manages cables on front and rear of rack — 19"

WMPH3 Includes 4" x 5" ductonfront , 12-24 mounting screws, 3 wire 3 1 10

retainers and front covers. Total length: 20" (508mm).
Manages cables on rack — 23"

WMPH3 WMPH323 Includes 4" x 5" ducton front and rear, 12-24 mounting screws, 3 1 10
3 wire retainers and frontand rear cover. Total length:
24'(609.6mm).

WMPHF323 Includes 4" x 5" ductonfront ,12-24 mounting screws, 3 wire 3 1 10
retainers and front cover. Total length: 24"(©09.6mm).
WMPH223 Includes 3" x 3" ductonfront, 2" x 5" ductonrear, 2bend 2 1 10

radius control clips, 12-24 mounting screws, 3 wire retainers
and front and rearcover. Total length: 24.18" (614.2mm).

WMPHF223 Includes 3" x 3" duct on front, 2 bend radius control clips, 12-24 2 1 10
mounting screws, 3 wire retainers and front cover. Total length:
24.18" (614.2mm).

WMPS23 Includes 1.5" x 3" front duct, 1" x 4" rear ductand 12-24 1 1 10
mounting screws, 3 wire retainers and frontand rear cover.
Total length: 23" (584.2mm).

WMPFS23 Includes 1.5"x 3" front duct and 12-24 mounting screws, 3 wire 1 1 10
retainers and front cover. Total length: 23" (584.2mm).

A One rack space = 175" (44.45mm)

Horizontal Cable Management System with Hinged Covers

* Front cowvers hinge in either

direction and are removable No. of Std.  Std.
Part Rack Pkg. Ctn.
Number Description Spaces”  Qty. Qty.
WMPH3H WMPH3 Horizontal Panel, Front and Rear with Hinged 3 1 10
Cover
WMPHF3H WMPHF3 Horizontal Panel, Front only with Hinged Cover 3 1 10
WMPH2H WMPH2 Horizontal Panel, Front and Rear with Hinged 2 1 10
Cover
WMPHF2H WMPHF2 Horizontal Panel, Front only with Hinged Cover 2 1 10
WMPSH WMPS Horizontal Panel, Front and Rear with Hinged 1 1 10
Cover
WMPFSH WMPFS Horizontal Panel, Front only with Hinged Cover 1 1 10

A One rack space = 175" (44.45mm)

For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory) 21
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OPEN-ACCESS™ Cable Management Panels

* Unique snap on D-rings for complete flexibility
* Mount to standard EIA 23" racks

* Easy to instal

* Pass through holes for easy cable routing

No.of  Std.
Part Rack  Pkg
Number Description Spaces” Qty.
CMPH223 Horizontal Panel - D-Rings front and rear. Total length: 23" 2 1
CMPH223 CMPHF223 (584.2mm).
CMPHF223 Horizontal Panel - D-Rings front only. Total length: 23" (584.2mm). 2 1
CMPH123 Horizontal Panel - D-Rings frontand rear. Total length. 23" 1 1

(584.2mm).
CMPHF123 Horizontal Panel - D-Rings front only. Total length: 23" (584.2mm). 1 1
AOne rack space = 1.75" (44.45mm)

CMPH123 CMPHF123

Vertical Cable Management System

 Standard bracket allows side mounting

* WMPV CB option allows mounting to adjacent racks

* Duct finger progression equivalent to one rack space (1.75"), alowing
clear pathway between horizontal and vertical cable management
whenfinger is removed

* Organizes cables on front and rear of telecommunication racks

 Covers easily removable so cables are accessible for quick revisions

Part
Number

* Panels supplied as side mount version
* Supplied with mounting brackets, screws and covers
* Cable pass through holes forfront to rear cabling

* Wire retainer design holds cable in place for quick moves,
adds and changes

No.of  Std. Std.
Rack Pkg. Ctn.
Description Spaces” Qty. Qty.

Manages cables on front and rear of rack

WMPV20 Includes 4" x 5" duct on frontand rear. 35" height 20 1 1
WMPV45 Includes 4" x 5" duct on front and rear. 83" height 45 1 1
WMPVHC45 Includes 6" x 6" ducton frontand rear. 83" height 45 1 1
WMPV50 Includes 4" x 5" duct on front and rear. 95" height 50 1 1
‘ Manages cables on front of rack only

WMPVF20 Includes 4" x 5" ducton front. 35" height 20 1 1
WMPVF45 Includes 4" x 5" duct on front. 83" height 45 1 1
WMPVHCF45 Includes 6" x 6" duct on front. 83" height 45 1 1
Front Mount - Manages cables on front of rack only

WMPVFM45 Includes 4" x 5" duct on front. 83" height 45 1 1
WMPVFMHC45 Includes 6" x 6" duct on front. 83" height 45 1 1

Vertical Panel Center Bracket Kit

WMPVCB WMPV Vertical Panel Center Bracket — converts side — 1 10
mount to center mount

AOne rack space = 1.75" (44.45mm)
Available 4th quarter,2000.

22 Order number of pieces required, in multiples of Standard Package Quantity.

Prime ltems appear in BOLD.



TELECOMMUNICATION CLOSET SOLUTIONS

Vertical Cable Management System with Hinged Covers

* Covers hingein either

direction
No. of  Stid.
Part Rack  Pkg.
Number Description Spaces” Qty.
WMPV20H Includes 4" x 5" duct on front, 4" x 5" duct on rear. 35" height. 20 1
WMPV45H Includes 4" x 5" duct on front, 4" x 5" duct on rear. 83" height. 45 1
‘ WMPV F20H Includes 4" x 5" ductonfront. 35" height. 20 1
WMPV F45H Includes 4" x 5" duct on front. 83" height. 45 1
AOre rack space = 1.75" (44.45mm)
Available 4th quarter, 2000.
Cable Management Accessories
Std. Std.
Part Pkg. Ctn.
Number Description Qty. Qty.
Cable Management Brackets
CMVDR2S Short Plastic Vertical D-Ring 2" wide. Mounts to standard EIA 1 10
racks.
CMVDR2S CMVDRC CMVDRC Center Mounted D-Ring for routing cables between two adjacent 1 10
racks. (Requires 8.25" spacing between the center lines of the
adjacent rack’s mounting holes).
Stackable Cable Rack Spacer
M u u CRS4-125-X Organize cable up to 1.25" in diameter. Mounts to ladder rack with 10 100
standard cross section cable ties.
CRS4-125 CRX1-125 CRX1-125-X Organize cable upto 1.25" in diameter. Used to fill width of ladder 10 100
rack. Mounts to ladderrack with standard cross section cable ties.
Cable Management Waterfall
CMwW-B Cable Management Waterfall Base. Used to maintain bend radius 1 10
control vertically when transfering cable off of ladder rack. Mounts
to ladder rack with standard cross section cable ties.
CMwW-w Cable Management Waterfall Wing. Used in conjunction with 1 10
CMW-B to maintain bend radius control horizontally when
CMW-B CMW-W transferring cable off ladder rack.
Telecommunication Equipment Racks
* Welded construction * Industry standard dimensions
* Top channel design * Can be converted to top angle design with optional accessory
No. of Std.
Part Rack Pkg.
Number Description Spaces” Qty.
v TRENB1984 Enhanced Network Bay Telecommunication Rack 19" x 84". 4" Guard 44 1
TRNB2384 Box Height.
TRENB2384  Enhanced Network Bay Telecommunication Rack 23" x 84". 4" Guard 44 1
Box Height.
TRNB1984 Network Bay Telecommunication Rack 19" x 84". 4" Guard Box Height. 44 1
TRNB2384 Network Bay Telecommunication Rack 23" x 84". 4" Guard Box Height. 44 1
] TRUF1984 Unequal Flange Telecommunication Rack 19" x 84". 6" Guard Box 43 1
TRENB2384 Height.
TRUF2384 Unequal Flange Telecommunication Rack 23" x 84". 6" Guard Box 43 1
Height.
A One rack space = 1.75" (44.45mm)
TRENB2384 f
TRUF2384
For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory) 23
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Telecommunication Equipment Rack Accessories

Std  Std.
Part Pkg. Cin.
Number Description Qty. Qty.
Telecommunication Rack Rear Guard Box
COmiH TRRG192 Telecommunication Radk Rear Guard Box 2" deep, for 19" rack. 1 1
g TRRG193 Telecommunication Radk Rear Guard Box 3" deep for 19" rack. 1 1
SOOH". TRRG196 Telecommunication Radk Rear Guard Box 6" deep for 19" rack. 1 1
TRRG232 Telecommunication Radk Rear Guard Box 2" deep for 23" rack. 1 1
TRRG233 Telecommunication Radk Rear Guard Box 3" deep for 23" rack. 1 1
TRRG236 Telecommunication Radk Rear Guard Box 6" deep for 23" rack. 1 1
Telecommunication Rack Front Guard Rail
TRFG19 Telecommunication Rack Front Guard Rail for 19" rack. 1 1
TRFG23 Telecommunication Radk Front Guard Rail for 23" rack. 1 1
. Telecommunication Rack Top Angle
TRFG19 TRTA19 Telecommunication Rack Top Angle for 19" rack. 1 1
TRTA23 Telecommunication Rack Top Angle for23" rack. 1 1
Telecommunication Rack Ground Bar
TRGB19 Telecommunication Rack Ground Bar 19" mounts to the racks top 1 1
channel and is used as a grounding bus.
TRGB23 Telecommunication Rack ground Bar 23" mounts to the racks top 1 1
channel and is used as a grounding bus.
Available 4th quarter, 2000.
Network Cable Tie and Accessory Systems
*Organize cable vertically or * Mounting slot design allows product
horizontally to be used on equipment that has 1/2"
* Use where depth is critical or 5/8" mounting hole spacing
orspace is limited
Std.  Std.
Part Mount Pkg. Ctn.
Number Used with Cables Ties Material Method Qty. Qty.
Flat Post Standoff
PPF2SV-S25-X M 1S Natural 1/4" (M6) 5 50
o Nylon Screw
PPF2S-S25-V69 MILS Flame Retardant 1/4" (M6) 5 50
w Nylon Screw
PPF25VS25-V69 TAK-TV™ M, |, Flame Retardant 1/4" 5 50
[ S, LM, M Nylon Screw
PPF2SV-S25 ORDERING N FORMATION:

Order number of pieces required, in multiples of Standard Package Quantity.

24 Order number of pieces required, in multiples of Standard Package Quantity. Prime ltems appear in BOLD.



PaNDUIT’

FIBERRUNNER" CABLE ROUTING SYSTEM

QuIKLock™ Components FisBERRUNNER 6 x 4 Cable Routing System Multiple Spillout options
save time provide flexibility

The PANDUIT® Network Connectivity Group provides innovative solutions forcable routing, from
communication closets to computer equipment rooms. These routing products are critical
factors in your ability to maintain an orderly and clean work environment; implement quick and
easy moves, adds and changes; and maintain the integrity of your fiber and copper cabling plant

in order to maximize long term performance.

The AAIBERRUNNER Routing System, as part ofthe complete PANDUIT fiber distribution system,
provides an integrated routing solution designed to segregate, route and protect fiber-optic and
copper cabling to, between and above racks within an equipment room or facility.

The FIBERRUNNER Routing System features:

The FIBERRUNNER Routing System is a robust system of raceway, fittings and brackets
available in 6 x 4 size. Fittings maintaina minimum 2" bend radius to protect against signal loss
due to excessive cable bends. Raceway and fittings are assembled using timesaving QUIKLOCK
Couplers or standard bolt-on couplers. Multiple spillout fittings are available to provide flexibility
to mate with varying rack configurations. A full complement of QUIKLOCK brackets are available
for attaching system components to cable trays, UNISTRUT®, equipment racks and walls.
Available system colors are yellow and orange.

UNISTRUT is a regsteredtrademark of UNISTRUT C orporation

For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory) 25



PRIDUIT® oervomsc corRESTRATY BROUS

@ o 6x4 FIBERRUNNER

~— e 6x4 Hinged Cover
% e QuikLock ™ Coupler Fitting
@ e 6x4 Inside Vertical 45° Angle

& e 6x4 Outside Vertical Right Angle

@ Split Cover for 6x4 Horizontal Tee Fitting

ﬁj @ 6x4 Vertical Tee Fitting
@E% @ 6x4 Right Angle Fitting

@ @ Split Cover for 6x4 Right Angle Fitting

@ @ 6x4 Reducer Fitting

@ 3 Sided BRC Trumpet Spillout for 4x4
Opening

@ @ 6x4 End Cap Fitting
@ Snap-On Spill-Over Junction for 6x4
Z System

@ 2x2 Slotted Duct

Split Cover for 6x4 Outside Vertical Right
Angle

o 6x4 Outside Vertical 45° Angle

Split Cover for 6x4 Outside Vertical
45° Angle

9 6x4 Four Way Cross Fitting

4 @ Split Cover for 6x4 Four Way Cross Fitting

i 4x4 Slotted Duct
@ @ 6x4 Horizontal Tee Fitting ﬁ”” @

26 Order number of pieces required, in multiples of Standard Package Quantity. Prime Items appear in BOLD.



FIBER-RUNNER " CABLE ROUTING SOLUTIONS

FIBER-RUNNER™ Routing System

The FIBER-RUNNER 6" X 4" Routing System is a system of raceway, fittings
and brackets designed to segregate, route and protect fiber optic and high
performance copper cabling runs to and between equipment racks within a
telecommunications room or central office environment.

FIBER-RUNNER Routing System Features

*«QuikLock ™ couplers, tee fittings and brackets reduce system installation time dramatically
« Robust, large capacity 6" x 4" system ideal for use with large optical fiber cable counts

* Minimum 2" Bend Radius Control Fittings

« Multiple spill out options provide versatility to mate to various equipment and rack

configurations

* Raceway, covers, fittings and other non-metallic system components made from UL94V-0

material

« Compatible with PANDUIT® FIBER-DUCT ™ 4" x 4" and 2" x 2" routing system

FIBER-RUNNER Routing System

Std. Std.
Part Pkg. Ctn.
\ FREX4YL6 Number Description Material Colorsi  Qty. Qty.
\ 6" x 4" Solid Wall Fiber Raceway Base
FR6X4YL6 6" x 4" raceway, 6ft. length. Primarily used to PvC Yellow 6 ft. 36 ft.
& carry the fiber cables horizontally throughout
- the system
6" x 4" Snap-On Hinged Cover
FRHC6YL6 Snap-On hinged raceway cover for FR6X4 PVC Yellow 6 ft. 30 ft.
raceway base. Hinge feature enables
“ FRH6X4YL6 positioning of cover at angles between 30° and
« 90°
Hinged Cable Retainer
FRCR6BL-X Cable retainer retains cable in the raceway ABS Black |10 pcs. 100 pcs.
K when cover is not used. Install on raceway near
FRCR6BL6 the coupler or every 2 % feet.
TAlso available is Orange (OR) substitute OR for YL.
™
FIBER-RUNNER™ Couplers
* QuikLock ™ coupler provides fast mechanical assembly of components
Std. = Std.
Part Pkg. Ctn.
Number Description Colorst Qty. OQty.
6" x 4" QuikLock Coupler
i ) i FRBC6X4YL Pre-assembled coupler quickly joins 2 sections of raceway base Yellow 1 pc. 5 pcs.
Q j k | and/or fittings. Mechanically attaches without tightening bolts.
x - Je U - Bolts release, using 3/8" nut driver to allow coupler to be
- ) removed if necessary.
FRBC6X4 FRCCGX4 Standard Coupler for 6" x 4" FIBERRUNNER
FRCC6X4YL Mechanically joins 2 sections of raceway base and/or fitting. Yellow 1 pc. 5pcs.
Requires tightening of 3 bolts, using 3/8" nut driver to secure
assembly.
Drop-in Coupler for 6" x 4" System
FRDCF6X4YL  Allows you to drop-in a 6x4 fitting anywhere along a previously = Yellow 1 pc. 5 pcs.
installed system. You can cut the duct and drop-in a fitting to
add a full size 6" x 4" fitting.
FRDCF6X4 $ABS material parts listed in Yellow (YL) color. To order other colors in ABS material substitute Orange (OR)
ORDERING INFORMATION:
Order number of pieces required, in multiples of Standard Package Quantity.
For Technical Assistance, call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for International Directory) 27
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FIBER-RUNNER™ System Fittings

* Fittings assemble using FRBC
orFRCC couplers
¢ Optional split covers snap onto
each fitting
* Covers feature 3/4" gap to allow
cableto belaid in L.
Part Number Description

6" x 4" Horizontal Tee Fitting

Colort

FRT6X4YL Attaches t0 6" x 4" raceway base and/or fittings to create a 90° = Yellow
horizontal branch from a straight horizontal run. Requires three

(FRBC or FRCC) couplers for assembly. Accepts optional
FRTSC6 split cover.

Split Cover for Horizontal Tee Fitting (Optional)

FRT6X4 FRTSC6 FRTSC6YL Optional split cover for the FRRA6X4Y L Right Angle Fitting.
Snap-onfeature allows cover to be installed and removed with

Yellow

no tools required. Creates radiused 3" opening for easy access

to add or remove fiber cables.

6" x 4" Right Angle Fitting

FRRA6X4YL  Attachesto6" x 4" raceway base and/or fitting to create a 90°
horizontal tum from a straight horizontal run. Requires two
(FRBC or FRCC) couplers for assembly. Accepts optional
FRRASCS6 split cover.

Split Cover for 6" x 4" Right Angle Fitting
FRRASC6YL Optional split cover for the FRRA6X4** Right Angle Fitting.

FRRA6X4 FRRASC6

Yellow

Yellow

Snap-Onfeature allows cover to be installed and removed with
no tools required creates radiused 3/4" opening for easy access

to add or remove fiber cables.
6" x 4" Horizontal 45° Angle Fitting
FRH456X4YL Attachesto6" x 4" raceway base and or fitting to create a 45°
horizontal tum from a straight horizontal run. Requires two
(FRBC or FRCC) couplers for assembly. Accepts optional
FRH45SC6 split cover.

FRHA56X4 FRH45SC6 Split cover for 6" x 4" Horizontal 45° Angle Fitting

Yellow

FRH45SC6YL Optional split cover for the FRH456X4YL Horizontal 45° Angle = Yellow
Fitting. Snap-on feature allbwscoverto be instaled and removed
with no tools required. Creates Radiused 3/4" opening for easy

access to add or remove fiber cables.

vertical drop from a horizontal run. Requires two (FRBC or
FRCC) couplers for assembly. Accepts FIDT4X4, FTR4X4
fittings, or S4X4, E4X4 directly. Accepts optional FRHC6 snap

6" x 4" Vertical Tee Fitting
FRVT6X4YL  Attachesto6" x 4' raceway base and/or fittings to create a 90° = Yellow

Black

FVT6X4 ADT4X4BL
on cover.
Deluxe 2 Port Spilloutto 2" Innerduct
FIDT4X4BL  Used to route cableinto one ortwo 2" split corrugated tubing.
Used with FRVT6X4YL or FVT4X4. Securely holds corrugated
split tubing to ensure system integrity and easy access to add or
remove Fiber Cables.
FTRAX4 3 Sided BRC Trumpet Spillout for 4" x 4" Opening
FTR4X4YL The 3 sided bend radius control trumpet is used to limit the bend = Yellow
of the fiber when exiting from a vertical tee.
Snap-On Spill-Over Junction for 6" x 4" System
FRSPYL Snaps onto 6" x 4" raceway base to 2" x 2" vertical into a2" x 2" Yellow
vertical raceway, fitting or corrugated tube. Mounts directly to
| existing installation with no alteration required.
-t Cover for Spill-Over Junction
FSP6C FRSP P

FRSP6CYL Used to fully enclose 6" x 4" raceway in conjunction with the
spill-over junction (FRSPYL). Cover snaps ontothe raceway
base. Hinged feature allows easy access toadd cables.

$ABS material parts listedin Yellow (YL) color. To order other cdor in ABS material substitute Orange (OR).

ORDERING INFORMATION:
Order number of pieces required, in muitiples of Standard Package Quantity.

Yellow

Std.
Pkg.
Qty.

1pc.

1pc.

1pc.

1pc.

1pc.

1pc.

1pc.

1pc.

1pc.

1pc.

1pc.

Std.
Ctn.

Qty.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

28 Order number of pieces required, in multiples of Standard Package Quantity.

Prime ltems appear in BOLD.



FIBER-RUNNER" CABLE ROUTING SOLUTIONS

FIBERRUNNER™ System Fittings (continued)

* Fittings assemble using FRBC
or FRCC couplers
* Optional split covers snap onto

each fitting

* Covers feature 3/4" gap to allow
cable to be laidin

FROVRA6X4

FRIV456X4

FROV456X4

FRFWC6X4

FREC6X4

FROVRASC6X4

FROV45S C6

FRFWCSC6

FRRF64

FRADC6x4

Part
Number Description

6" x 4" Outside Vertical Right Angle

FROVRA6X4YL Attaches to 6" x 4" raceway base and/or fittings to create a 90°
vertical turn from a straight horizontal run. Requires two (FRBC
or FRCC) couplers for assembly. Accepts optional FROVRSC6
split cover.

Split Cover for 6" x 4" Outside Vertical Right Angle

FROVRASC6YL Optional split coverfor the FROVRABX4 Outside Vertical Right
Angle Fitting. Snap-on feature allows covertobeinstalled and
removed with no tools required. Radiused 3" opening for easy
access to add orremowe fiber cables.

6" x 4" Inside Vertical 45° Angle

FRIV456 X4Y L Optional split coverfor the FRT6X4 YL Horizontal Tee Fitting.
Snap-on features allows cover to be installed and removed with
no tools required. Creates radiused 3" opening for easy access
toadd or remove fiber cables.

6" x 4" Fiber-Duct Outside Vertical 45° Angle

FROV456X4YL  Attachedto 6" x 4" raceway base and/or fitting to create a 45°
upward angle. Requires two (FRBC or FRCC) couplers for
assembly. Used with FROV 456 X4 fitting to change horizontal
runs. Two fittings used together create a 90° inside corner. Split
cover is included.

Split Cover for 6" x 4" Outside Vertical 45° Angle

FROV45SC6YL  Optional split coverfor the FROV56X4 Outside Vertical 45°
fitting. Snap-on feature allows cover to be installed and removed
with no tools required. Radiused 3" opening for easy access to
add orremove fiber cables.

6" x4" Four Way Cross Fitting
FRFWC6X4YL Usedto branch off at a horizontal four way cross intersection.

Four couplers required and split covers are available for
increased protection of fibercables.

Split Cover for 6" x 4" Four Way Cross Fitting
FRFWCSC6YL  Optional split coverfor the FRFWC6X4 Four Way Cross Fitting.
Snap-on feature allows cover to be installed and removed with

no tools required creates radiused 34" opening for easy access
toadd or remove fiber cables.

6" x4" End Cap Fitting
FREC6X4YL Used for closing off open ends of the raceway of fittings. No
coupler required push-on installation.
6" x4" to 4" x 4" FiBer-DucT" Reducer Fitting
FRRF64YL Joins any 6" x 4" fitting or straight section of raceway to the

4" x 4" FIBER-DUCT™ Raceway, (S4X4, E4X4. Includes cover
and one coupler required.

Transitions From 6" x 4" FiBERRUNNERto ADC 6" x 4"

FRADC6X4YL  Fiting that transitions from ADC’s 6" x4" FiberG uide™ System to
6" x 4" FIBERRUNNER System*.

$ABS material parts listed in Yellow (YL) color. To order other colorsin ABS material substitute Orange (OR),
*ADC 4 X4 Fiber-Guide Fiber Cable Management Systemis a registered trademark of ADC Telecommurications, Inc.

ORDERING INFORMATION
Order number of pieces required, in multiples of Standard Package Quantity.

Colorst

Yellow

Yellow

Yellow

Yellow

Yellow

Yellow

Yellow

Yellow

Yellow

Yellow

Std.

Pkg.
Qty.

1 pc.

Std.
Ctn.
Qty.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

5 pcs.

For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory)
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PaNDUIT

FIBERRUNNER™ Mounting Brackets

» QUIKLOCK™ brackets speed installation of the raceway to support structures.

Std. Std.
Part Pkg. Ctn.
Number Description Qty. Qty.
Pl | Universal Innerduct Bracket
. ] FRUIB-X Used to secure any size corrugated tubing or inner-duct to any surface 1pc. 10pcs.
TR including equipment racks and raceway or fittings. 1/4" hole must be
- drilled through to secure brackets.
FRUIB-X ﬁg;:ggg 6" QuikLock Bracket Kit for Existing 1/2" Threaded Rod Assembly

FR6TRBE12  Used for supporting the 6" system from any 1/2" existing rod. Bracket 1pc. 10pcs.
is secured with 2 split nuts, accepts 1/2" threaded rod (not included).
Pre-assembled clamps enable fast assembly to raceway.
6" QuikLock Bracket Kit for Existing 5/8" Threaded Rod Assembly

FR6TRBE58  Used for supporting the 6" system for any 5/8" existing threaded rod. = 1pc. 10pcs.
Bracket secured with split nuts, accepts 5/8" threaded rod (not
included). Pre-assembled clamp enables fast assembly to raceway.

FR6TRBN12 FR6LRB 6" QuikLock Bracket Kit for New 1/2" Threaded Rod Assembly

FR6TRBN58 FR6TRBN12  Used for supporting the 6" system from any new 1/2" threaded rod. 1pc. 10pcs.
Accepts 1/2" threaded rod (notincluded). Pre-assembled clamps
enable fast assembly to raceway.

6" QuikLock Kit for New 5/8" Threaded Rod Assembly

FR6TRBNS58  Used for supporting 6" x 4" inch system from any new5/8" threaded = 1pc. 10pcs.
rod. Pre-assembled clamp enables fast assembly to raceway and
accepts 5/8" threaded rod (not included).
6" QuikLock Bracket Kit for 172" or 2" Ladder Rack

FR6USB FR6LB FR6LRB Used to support 6" system attaching directly to any 3/8" x 11" or 3/8" x 1pc. 10pcs.
2" ladder rack rail. Attach directly toladder rack, no threaded rod
required. Pre-assembled clamps enable fast assembly to raceway.
6" QuikLock Bracket Kit for Under-Floor Pedestal

FR6USB Used to support 6" x 4" system attachingto under floor pedestal. 1pc. 10pcs.
Contains hardware to attach to pedestal. Pre-assembled clamps
enable fast assembly to raceway.
6" QuikLock “L” Bracket Wall Mount Kit

FR6LB Used to support the 6" system attaching to a wall or the front or back of 1 pc. 10pcs.
an equipment rack.

6" QuikLock Rack Mount Bracket Kit
FRERMB not FR6RMB Used to support the 6" x 4" system attaching to the top of an 1pc. 10pcs.

i?ha"’n’ available equipment rack. Pre-assembled clamps enable fast assembly.
quarter 2000. X .
Contains hardware to mount to the top of most equipment racks.

6" QuikLock™ Adjustable Ladder Bracket Kit

. FR6ALB Used to supportthe 6" x 4" inchsystem attaching to any 3/8"x 112" or 1pc. 10pcs.
i . 3/8" x 2" ladder rack rail.
ot UNISTRUT °® Bracket for 5/8" Threaded Rod
FTRB58 FTRB58 Used to mount 5/8" threaded rod to UNISTRUT type auxiliary framing. 1pc. 10pcs.

UNISTRUT °is a registered trademark of UNISTRUT Corporation

30 Order number of pieces required, in multiples of Standard Package Quantity. Prime Items appear in BOLD.



FIBER-RUNNER" CABLE ROUTING SYSTEM

FiberRunner Accessories

Std. Std.
Part Pkg. Cin.
Number Description Qty. Qty.
Mitre Box and Saw
FRCUT Mitre box and saw used to cut 6" x 4" inch FBERRUNNER hinged cover, 1 pc. 10 pcs.
4" x 4" FIBER-DUCT™ 2" x 2" FIBER-DUCT and 2 or 4 inch cover.

Quick Wire Fill Capacities for FIBERRUNNER 6" x 4" System
This information is to be used as a guide in selecting the proper size duct. The maximum amounts may vary
according to the cable fill installation methods, straightness of cables, etc.

SPEC=40% cablefill—the recommended design in cable capacity. IMAX=60% cablefill—the maximum cable quantity based on cable
Leaves room for future moves, adds and changes interweaving and packing factors

h 6.58" ﬁ

4.44"

Fill Capacity Table for:
-Fiber Optic Cable -Data Grade 24 AWG UTP

Fiber Cable

DIAMETER DIAMETER DIAMETER DIAMETER DIAMETER
2.0mm 3.0mm 8.4mm 12.5mm 14.5mm

(0.079) (118) (0.33) (.492) (.571)

System Type SPEC MAX SPEC MAX SPEC MAX SPEC MAX SPEC MAX

FiberRunner6x4 6"x4" 2163 3245 900 1350 114 172 51 7 38 57

For Technica Assistance,call: 888-506-5400, Ext. 6914 (outside the U.S., see inside back cover for Internationa Directory) 31



PANDUIT° NETWORK CONNECTIVITY GROUP

PAN-WAY" TG-70 NON-METALLIC SURFACE RACEWAY SOLUTIONS

84°-94°

TG-70 Multi-Channel Surface Raceway

84°-135°
Adjustable Inside and Outside Corner Transitions to Panduit T-45
Fittings with 40mm Bend Radius and LD3/5/10 Raceway

The PANDUIT ® Network Connectivity Group cable routing solutions.

TG-70 multi-channel raceway provides a solution for routing low voltage, fiber optic or power
cabling along fixed perimeter walls. The TG-70 raceway system consists of raceway base and
cover, fittings and termination hardware. The TG-70 raceway channel accepts NEMA Standard
(70mm) screw-on faceplates or superior PAN-WAY Snap-On Faceplates.

TG-70 Raceway Features:

The raceway system maintains an aesthetically pleasing look, which it shares with PANDUIT T-45,
f‘ T-70and Twin-70 raceway systems. The system includes a full complement of fittings,
accessories and termination devices. Fittings have been designed witha 40mm (1.6" bend radius,
@ @ @ exceeding theminimum bend radius of high performance copper and fiber optic cabling systems.
The raceway can mount NEMA standard faceplates (common wall mount faceplates) or PANDUIT
Snap-On Faceplates directly to the channel. TG-70 raceway is tamper resistant, yet allows access

by a qualified installer for moves, adds and changes. TG-70 raceway is UL-5A listed to 600V, CSA
certified to 300V.
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PAN-WAY" SURFACE RACEWAY SYSTEM

PAN-WAY™ TG-70 Non-Metallic Raceway System Road Map

Pan-Way TG-70 surface raceway is a two-piece multi-channel capable system used to route,
protect and conceal data, voice, video, fiber optic or power cabling. The raceway system
maintains an aesthetically pleasing look, which it shares with Panduit T-45, T-70 and Twin-70
raceway systems. The raceway can mount NEMA standard faceplates (common wall mount
faceplates) or Panduit Snap-On faceplates directly to the channel. TG-70 raceway is tamper
resistant, yet allows access by a qualified installer for moves, adds and changes. The system
includes a full complement of fittings, accessories and termination devices. Fittings have
been designed with a 40mm (1.6") bend radius, exceeding the minimum bend radius of high
performance copper and fiber optic cabling systems. TG-70 raceway is UL-5A listed to 600V,
CSA certified to 300V.

Panduit TG-70 surface raceway system can be used with the PAN-NET™ Network Cabling
System to provide a totally integrated horizontal cabling solution for Category 3, 5, 5e, 6 UTP,
ScTP, Coax, fiber optic and power cabling.

TG-70 Fttings
MiNFCom® ™
E—— oy
Modules i ‘
T70FH4*
PAN-Way ™ T70FV4*
Snap-On T70EDU Pan-Way™ Snap-On
Communication NEMA Standard Communication
Faceplate Electrical Outlets Faceplate
<J
-'4— Mini-C om © T70EDU
Modules NEMA
- Standard
* ﬁ =
TG-70 Raceway T70FH4 lectrical
base andcover — g Pan-Way™ Snap-On Outlets
Communication
Faceplate
T - r v T
TG-70 Fittings

*Note Faceplates can be found onpage 170 of the Network C onneciivity Systems 2001 Catalog (SA101N423A-OP)

For Technica Assistance,call: 888-506-5400, Ext. 8287 (outside the U.S., see inside back cover for Internationa Directory) 33



PANDUIT

@“ PAN-WAY™ TG-70 Raceway Base and Cover

PAN-WAY TG-70 surface raceway is a two-piece multi-channel capable system to
route, protect and conceal data, voice, video, fiber optic and power cabling.

* Large cable capacity with aesthetically pleasing design
e Fittings maintain 40 mm bend radius control to exceed TIA/EIA

568-A, 569-A requirements

* Accepts most NEMA standard (wall mount) faceplates

* Accepts superior PANDUIT® Snap-On Faceplates

* Power Rated to 600V (UL-5A), 300V (CSA 22.2 No. 62-93 std.)
* Synergy with complete line of PAN-WAY raceway

* Base and cover are packaged together

TG-70

TG-70C

TG-70D

' 2.68"
A=10.85in?
(68.9

| 5.32"
(135.0)

.08"

2.30"

[

.46"

Std.
Part Ctn. Part
Number Qty. Number
TG-70 Raceway Base and Cover—PACKAGED TOGETHER
8 ft. lengths 10 ft. lengths
TG-701W8 48 ft. TG-70IW10

Std.
Ctn.
Qty. Colorst

60ft. Off White

TG-70 raceway base in 8 or 10 ft. lengths. Supplied with pre-punched mounting holes every 8".

T-70 Raceway Cover
T70CIW8 96 ft. T70CIW10
T-70 raceway cover in 8 or 10 ft. lengths.

T-70 Raceway Divider Wall
TGDWS8 9% ft. TGDW10

120 ft. Off White

120 ft.  Gray

ONLY

Snaps onto rails in raceway base to create separate channels. Must use with wire retainers to

ensure channel separation per UL/CSA.
1Al parts listed in IW (Off White) color. To order other color substitute El (Electric Ivory).

ORDERING INFOR MATION
Order number of feet required, in multiples of Standard Length Increment.

@ Type TG-70 Fittings

¢ Inside and Outside Corner Fittings are
adjustable to adapt to non-square corners

TG70BCX T70BCCX
TGOC TGIC
i, L
TGRA TGEC

Part

Number Description Colorst
Base Coupler Fitting

TG70BCIW-X Each piece includes 2 base coupler halves for A Off White

joining sections of TG-70 base together.
Cover Coupler Fitting

T70CCIW-X Cover Coupler Fitting joins sections of cover  Off White
together
Outside Corner Fitting—Adjustable
TGOCIW Use to join sections of TG raceway at outside = Off White

corners. Fittings adjust from 84° to 135° to
adapt to non-square corners.

Inside Corner Fitting—Adjustable

TGICIW Use to join sections of TG raceway at inside  Off White
corners. Fittings adjust from 84° to 94° to
adapt to non-square corners.

Right Angle Fitting

TGRAIW Used tojoin sections of TG raceway of 90° flat Off White
junctions.
End Cap
TGECIW Used to terminate or allow entry to TG Off White

raceway. Two knockouts each for %2" (16mm)
and 1" (27mm) conduit.
Al parts listedin IW (Off White) cdor. To order other color substitute El (Electric Ivory).

ORDERING INFORMAT ION:
Order number of pieces required, in multiples of Standard Package Quantity.

Std.

Pkg. Std.

Qty. Ctn. Qty.
10pcs. 100 pes.

10pcs 100 pces.

10pcs 100 pcs.

1 pcs. 10 pes.
1pc. 10 pes.
1pc. 10 pes.
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PAN-WAY" SURFACE RACEWAY SYSTEM

@@Type TG-70 Fittings (continued)

| |

TGTR

@ Type TG-70 Accessories

T70DB-X

.

"

TG70HB3-X

-I'"‘..

3

=

TG70WR

TGFSB

* Brackets are adjustable for slack length

* Maintains TIA/EIA 568-A and 569-A
minimum 1" cable bend radius

Std. Std.
Part Pkg. Ctn.
Number Description Colorsi Qty. Qty.
Tee Fitting
TGTIW Usedtojoin sections of TG raceway at Tee Off White. 1pc. 10pcs.
junctions
Transition Fitting
TGTD Provides a Tee transition from TG raceway = Off White' 1pc. 10pcs.
toT45, LD series size 5 and 10. Used with
RF5X3 reducerfitting to transition LD series
size 3
Tee Divider Insert
TGTRIW Mounts inside TGT Tee fitting to maintain Gray 1pc. 10pcs.
channel separation in TG raceway at Tee
sections
FAll parts listedin IW (Off White) cdor. To order other color substitute El (Electric Ivory).
ORDERING INFORMAT ION:
Order number of pieces required, in multiples of Standard Package Quantity.
Std. Std.
Part Pkg. Ctn.
Number Description Colorst Qty. Qty.
Device Mounting Bracket
T70DB-X Used to mount NEMA standard single gang Off White 10 pcs. 100pcs.

electrical outlets and communication
devices with either screw-on or snap-on
single gang faceplates.

TG-70 Three Sided Hanging Box

TG70HB3-X Mounts standard electrical outlets or
communication devices with either NEMA
standard single gang screw-on or PANDUIT
shap-on faceplates. When used with
TGDW dividerwall, box separates and fully
encloses outlet/device to provide cabling
separation

Off White 1 pc. 10pcs.

Wire Retainer

TG70WR-X Holds wires in place. Wil notinterfere with = Off White 1 pc.  10pcs.

cover installation.
T-70 Snap-On Fiber Spool Bracket

TGFSB Each piece consists of 2 halves that snap
onto base of TG raceway. Provides method
to contain 1 meterormore of fiber slack and
provides a strain relief. Provides 40mm
bend radius control. Bracket separation can
be adjusted to fit the length of slack
required.

FAll parts listed in IW (Off White) color. To order other cdors substitute El (Electric Ivory), IG (Internationa Gray),
and WH (White). Contact factory for details.

Off White 10 pcs 100pcs.

ORDERING N FORMATION:
Order number of pieces required, in multiples of Standard Package Quantity.

Use the TG7OFSB with
TG-70 raceway to contain
1m.or more of fiber slack
and maintain a 1" cable
bend radius.

For Technica Assistance,call: 888-506-5400, Ext. 8287 (outside the U.S., see inside back cover for Internationa Directory) 35



FEEUIT verwomsc CoONMESTRATY BROUS

Fill Capacities For TG-70 Surface Raceway

Use the wirefill configurations and the wirefill information below as a guide in selecting the proper size raceway. The
maximum amounts may vary according to the wire installation methods, straightness of wires, etc.

WITEHIIA L. 1O-1U WILIT Udld Uy Usiiy Wirefill# 2: TG-70 with Data Only using
“Screw-On” Faceplates and Device Bracket “Snap-On” Faceplates and Wire Retainer

Wirenin# 3: 1-/U witn wire xetainer witnout
Devices
gy
Wirefill# 4: TG-70 Divided (See 5A and 5B Wirefill# 5: TG-70 with Power and Data using
below for Power and Data Application) “Snap-On” Faceplates and Three-Sided Power
Box
Data Grade Fiber Optic
Electrical Cables Cable Coax Cable Cable
14 12 10 24 AWG
AWG AWG AWG UTP/CM RG59/u
THHN/T90 CATS 4pr 2 Strand
0.105 0.122 0.153 DIA.=0.217 DIA.=0.242 DIA.=0.175
Fill Area FILL FILL FILL FILL
Raceway Type & Configuration (in MAX MAX MAX SPEC MAX SPEC MAX SPEC MAX
1. TG-70 with Data Only using “Screw-On” Faceplates and Device
Bracket 10.09 *x *x *k 92 138 86 129 | 164 @ 247
2. TG-70 with Data Only using “Snap-On” Faceplates and Wire
Rotainer y using “snap P 10.68  * = * 97 146 91 136 174 261
3. TG-70 with Wire Retainer without Devices 10.85 40 40 38 99 148 92 139 177 265
4a. TG-70 Divided (see 5A and 5B for Power and Data application 3.16 28 28 26 28 43 26 40 51 77
4b. 7.20 ** ** ** 65 98 61 92 117 | 176
sa. . . 3.08 28 28 26 28 42 26 39 50 75
T-70: Power and data using the Workstation Outlet Center Offset
5b.  Box 5.58 *x *x *k 51 76 47 71 91 136

** Not power configuration

36 Prime Items appear in BOLD.



ALPHANUMERIC PART NUMBER INDEX

Page Page Page
Part Number Number Part Number Number Part Number Number

A F5D2-4M3 ... ..o 7 FEBD2-NM6 . ... ..cooveeenn .. 8

AVPDB. o FS5D2-4M10 ..o 'vooeeeeee 7 F66D2-NM10. .. oo 8
FS5D3-4MT ..o 6 FE66D3-5M.6. ..o o veeaeenn.. 10

c FED3-AM2 .. oo 6  F66D3BMI .. ...\ 10

CFP10S2G ...\ 19 FSD3-4M3 ..\ ooeeeeeeeae . 6 F66D3-BM2 ... oo 10
CFP8S-2G . ... oo, 19 FS5D3-4M10 .. oo 6 F66D3-5M3 .. ..o oo 10
CFPSLAIW. ... 19 FSD4-AMT oo 6 F66D3-5M10 ...\ ooeeeen . 10
CICZCB . ..o 18 FSDA-AM2 ...\ 6 F66D3-NMT .. oo 8
CIFZC4 ..., 18 FSD4-4M3 ..o, 6 FE6D3-NM2. . ..o, 8
CIFZC8 ... 18 FS5D4-4M10 ..o 'vv oo, 6 F66D3-NM3. ... oo, 8
CIFZCI1 .o 18 FSDANMI . ..o 6 F66D3-NMB . ..o oo, 8
CID588TIW . .o oeeeeeeeeean 2 FSDA-NM2 . ..o 6 F66D3-NM10. . ..o ooeeeean. .. 8
CJSB88T .o oo 2 FSDANM3 ... ooeeeeeenn, 6 F6D5-5MT ..o ooeeeeeen 9
CMBA75IW-C ........ovvvv... 18 FSDANMIO ...\ ooeeeeee . 6 F66D5-5M2 . ..o 9
CMFSR ..\t 18 FSDBJ-AMT ..o oo 6 FE6D5-5M3 ..o \ooeeeeee . 9
CMLTI9. ..o 20 FSDBJ-4M2 ..o, 6 F66D5-5M5 ...\ oooeeeeenn. 9
CMLT23 . ..o 20 FSDBJ-4M3 .. ..o, 6 F66D5-5M10 . ..o oo 9
CMPHI23 ...\, 22 F5D6J-4M10 ..o, 6 FE8D5-5M1 .« .o voveeeeeean . 9
CMPH223 . ... 22 FSDBP-4MT .. oo 6 F68D5-5M2 ... oooeeeeenn 9
CMPHF123 ... ... 22 FSDBP-4M2 . ...\ 6 F68D5-5M3 ... ooeeeeeee 9
CMPHF223 ... ..o, 22 FSDBP-AM3 .. ..o, 6 FE8D5-5M5 . ..o oveeeee . 9
CMRIOX26 ... 20 FSDBP-4M10 . ..o oo 6 F68D5-5M10 . ..o oo 9
CMR23X84 . ... 20 F5S2-AM1 ..o 7 F68D6JBM6B . .o oeeeeee . 10
CMREC . ..o 'ooeee e, 20 F5S2-4M2 ..\, 7 FE8DBJ-5MT . oo oo 10
CMRS84 .. ..o 20 F552-4M3 ..o 7 F68D6JBM2 ..o 10
CMRSDRIG ... 17 F5S2-AMA0 ... 'ooeeeeae . 7 F68D6JBM3 ..o oo, 10
CMRSHLF7 ..o 18 F5S3-AM1 ..o, 6 F68DBJ-5M10 . ..o ooveeeean 10
CMRSLRB . ......ooveeenn.. 20 F5S3-4M2 ..., 6 F68D6J-NMT ... oo 8
CMRSVCE. ... 20 F5S3-4M3 ... o'ooeeeeea . 6 F68DBJ-NM2 ... .o 8
CMRSWS84. ... vooeeeeannnnnn. 20 F5S3-4M10 .. ..o, 6 F68DBJ-NM3 ... oo 8
CMRSWO0. ..o eeeeeeeaeaannns 20 F5S4-AM1 ..o, 6 F68DBJ-NMB . ..o ooveeeenn. 8
CMRSWF-KIT ..o 20 F5S4-4M2 ... ..o, 6 F68D6J-NMIO .. ..o 8
CMUTI9 ..o 20 F5S4-4M3 ..o, 6 F6B-2-4JAKBBAA .. ............ 11
CMUT23 ..o 20 F5S4-4M10 .. ..o, 6 FEBANMI ..o 3
CMVDAX4 ..o 20 FG12D3-5M6B . ..o ooeeen ... 10 F6BA-NM2 ... ... 3
CMVDR2S . ..., 23 FE12D3-5M1 ..o oo 10 FEBA-NM3 . ..o oo, 3
CMVDRC.......ooveeeean.. 23 FE12D3-5M2 ...\ oo, 10 F6BA-NMIO .. ..o, 3
CMVEB19 . ...\, 14 FG12D3-5M3 .. ..o oo, 10 FED2-AMA ..o 4
CMVEB23 . ..., 14 F612D3-5M10 . ..o oo 10 FED2-4M2 ..\ 4
CMVSMF .. ..o oeeeeeeaannnnnn. 20 FE12D3-NM1 ... oo 8 FED2-4M3 ... oo 4
CMVSMRB. ..o 20 FG12D3-NM2 ... ..o 8 FED2-4M6 . ... oooeeeeee . 4
CMW-B ..o 23 FE12D3-NM3 . ..o ovoeeeeean . 8 Y 4
CMW-W .\ oo 23 FG12D3-NM6 .. ..o ovoeeenn.. 8 FED2-4MA0 ..o ooeeeeee 4
CPP24AWBL-X ..\ oo 19 F612D3-NM10 .. ..o oo, 8 F6D2-4MA5 . ..o 4
CPP32WBL . ..o, 19 FB12D5-5M1 . oo 9 FED3-4M1 ..o, 4
CPP32WBL-X ..o ooveeeean . 19 FB12D5-5M2 .. ..o oveeeeen . 9 FED3-4M2 . ..o 4
CPP48WBL-X ... oo 19 FG12D5-5M3 . ..o oo, 9 FED3-4M3 ... oo 4
CPPL8WBL . ..o, 18 FB12D5-5M5 . ..o ovoeeeeean .. 9 FED3-4MI0 ..o oo, 4
CRS4-125-X ..o 23 F612D5-5M10 . ..o ooveeeen. .. 9 FED4-AMI ..o 3
CRX1-125-X ..o 23 FBAD5-BMT ..o oooeeeeeee 9 FED4A-AM2 .. ..o 3
CUFB48BL .......oouvenennnn. 18 FBAD5-BM2 . ..o 9 FED4-AM3 ...\ 3
CUFF-KIT. ..o 18 FBAD5-5M3 ..o ooeeeeeen 9 FED4-AMA0 . ..o oo 3
CWMS ..o e 18 FBAD5-5M5 ... ooeeeeeae 9 FEDANMT . ..o 3
CWST oo 3 FE6D2-5M.6 .. .o o eeeeeen.. 10 FEDA-NM2. ..o, 3
F FBAD5-5M10 ..o oo 9 FEDANMS . ..o oo 3

FBOD2-BMT .o oo 10 FEDANMG . ..o ooeeeeeeen. 3

FSBA-NM1 ..................... 6 FE6D2-5M2 ..o oo 10 FEDA-NMS . ..o\ o oo, 3
FSB4-NM2 ..................... 6 F66D2-5M3 ... ..o .. 10 FEDA-NM10. . ..o 3
FSB4-NM3..................... 6 F66D2-5M10 ...\ 10 FEDA-NM15 . . ..o 3
FSB4A-NM1O.................... 6 FEBD2-NMT .. oo 8 FEDBJ-AMT oo 3
FSD2-4M1 ..................... 7 F66D2-NM2 . ..o 8 FEDBJ-4M2 . . ... 3
F6D2-4M2 ..................... 7 F66D2-NM3 .. ..o 8 FEDBJ-4M3 .. .. 3
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Page Page Page
Part Number Number Part Number Number Part Number Number
F6D6J-4M10. . .................. 3 F98D6J-5M.6 .................. 11 FC12SCMFCM. ................ 12
F6D6P-4M1 .. .................. 3 F98D6J-5M1................... 11 FC12SCMFCS................. 12
F6D6P-4M2 .. .................. 3 F98D6J-5M2. .. ................ 11 FC12SCMP5 . ................. 12
F6D6P-4M3 . ................... 3 F98D6J-5M3. .................. 11 FC12SCSP5................... 13
F6D6P-4M10 . .................. 3 F98D6J-5M10.................. 11 FC6SCMFCM. ................. 12
F6S2-4M1...................... 4 F98D6J-NM1 . .................. 9 FC6SCMFCS.................. 12
F6S2-4M2...................... 4 FO8D6J-NM2 .. ................. 9 FC6SCMP5 ... ................ 12
F6S2-4M3...................... 4 F98D6J-NM3 . .................. 9 FC6SCSP5.................... 13
F6S2-4M10. . ................... 4 F98D6J-NM6 . .................. 9 FC6STMFCM . ................. 12
F6S3-4M1...................... 4 FO8D6J-NM10 . ................. 9 FC6STMFCS .................. 12
F6S3-4M2...................... 4 FOB4-NM1 . .................... 5 FC6STMP5. .. ................. 12
F6S3-4M3. .. ................... 4 FOB4-NM2 ..................... 5 FC6STSP5.................... 13
F6S3-4M10. . ................... 4 FOB4-NM3 ..................... 5 FC8FJMFCM .................. 12
F6S4-4M1...................... 3 FOB4-NM10 .................... 5 FC8FJMFCS................... 12
F6S4-4M2. .. ................... 3 FOD2-4M1 . ........... ... . ..., 5 FC8FJMP5 . ................... 12
F6S4-4M3. . ............ ... ..... 3 FOD2-4M2 . .................... 5 FC8FJSP5 .................... 13
F6S4-4M10. .. .................. 3 FOD2-4M3 . .................... 5 FIDT4X4BL .................t 28
F912D3-5M.6.................. 11 FOD2-4M10 .................... 5 FMD24FJMP . ................. 13
F912D3-5M1 . ................. 11 FOD3-4M1 . .................... 5 FMD24SCMP . ................. 13
F912D3-5M2 .................. 11 FOD3-4M2 . .................... 5 FMD24STMP . . ................ 13
F912D3-5M3 .................. 11 FOD3-4M3 .............. . ..., .. 5 FMD48FMP . .................. 13
F912D3-5M10 ................. 11 FOD3-4M10 .................... 5 FMD48SCMP . ................. 13
FO12D3-NM1 . .................. 9 FOD4-4M1 ... ... .. 5 FMD48STMP . ................. 13
FO12D3-NM2 . . ... ... oL 9 FOD4-4M2 . ... ... ... 5 FMT24FJMP. . . ... ... ... 13
FO12D3-NM3 .. ... ... 9 FOD4-4M3 . ............. ..., 5 FMT24SCMP . ................. 13
FO912D3-NM6 . . ................. 9 FOD4-4M6 . .................... 5 FMT24STMP . ................. 13
FO12D3-NM10 .. ................ 9 FOD4-4M9 . ............ ... ..... 5 FMT48FJMP. .. ................ 13
F912D5-5M1 . ................. 10 FOD4-4M10 .................... 5 FMT48SCMP . ................. 13
F912D5-5M2 .................. 10 FOD4-4M12 .. ... ... .. 5 FMT48STMP . ................. 13
F912D5-5M3 .................. 10 FOD4-4M15 .. ......... ... . ... .. 5 FR6ALB...................... 30
F912D5-5M5 .................. 10 FOD4-NM1 ... ... ... ...... 5 FR6LB ........... ..ot 30
F912D5-5M10 ................. 10 FOD4-NM2 . ... ... .. ...... 5 FR6LRB...................... 30
FO4D5-5M1 ... ... ... ... ..... 10 FOD4-NM3 . ............ .. ... .. 5 FR6RMB...................... 30
F94D5-5M2 . .................. 10 FOD4-NM10 . ................... 5 FR6TRBE12................... 30
F94D5-5M3 ................... 10 FOD6J-4M1. ... ................. 4 FR6TRBES58................... 30
FO4D5-5M5 . ........... ... ... 10 FOD6J-4M2. ... ... ... L 4 FR6TRBN12................... 30
F94D5-5M10 .................. 10 FODBJ-4M3. ... ......... .. ..., 4 FR6TRBN58................... 30
FO6D2-NM1 . ................... 8 FOD6J-4M10. ................... 4 FR6USB.............covvuvnnn 30
FO6D2-NM2 .. .................. 8 FODBP-4M1 ... ................. 4 FR6X4YL6 .................... 27
FO6D2-NM3 . ............ ... .. 8 FODBP-4M2 ... ................. 4 FRADC6X4YL .........cvuvunnn 29
FO6D2-NM6 . ................... 8 FOD6P-4M3 .. .................. 4 FRBC6X4YL........ovvvvinnnnn 27
FO6D2-NM10 . .................. 8 FOD6P-4M10 . .................. 4 FRCC6X4YL................... 27
FO6D3-5M.6................... 11 FOS2-4M1. ... .................. 5 FRCR6BL-X................... 27
F96D3-5M1 ................... 11 FO9S2-4M2........... ... .. ..... 5 FRCUT........ciiiiiiiiinnns 31
F96D3-5M2 ................... 11 FO9S2-4M3. .. ... ... .. ... .. ..... 5 FRDCF6X4YL ................. 27
FO6D3-5M3 ................... 11 F9S2-4M10..................... 5 FREC6X4YL........covvvinnnnn 29
F96D3-5M10 .................. 11 FOS3-4M1...................... 5 FRFWCBX4YL . ................ 29
FO6D3-NM1 .. .................. 8 FO9S3-4M2...................... 5 FRFWCSC6YL................. 29
FO6D3-NM2 . ................... 8 FO9S3-4M3...................... 5 FRH456X4YL .................. 28
FO6D3-NM3 . ................... 8 FO9S3-4M10..................... 5 FRH45SC6YL.................. 28
FO6D3-NM6 . ................... 8 FOS4-4M1...................... 5 FRHC6YL6.................... 27
FO6D3-NM10 . .................. 8 F9S4-4M2. ... .................. 5 FRIV4A56XAYL. . ................ 29
FO6D5-5M1 .. ... ... ... .. ..., 10 FOS4-4M3. .. ... ... ... .. ... 5 FRME72EFCBL ................ 11
F96D5-5M2 . .................. 10 FO9S4-4M6. ... .................. 5 FRME72EFCZBL . .............. 11
FO96D5-5M3 . .................. 10 F9S4-4M9. .. ................... 5 FRME72ESCBL................ 11
FO6D5-5M5 .. ....... ... .. ... 10 FOS4-4M10. . ................... 5 FRME72ESCZBL . .............. 11
F96D5-5M10 .................. 10 FO9S4-4M12. . ... ... ... ... ..... 5 FROV456X4YL................. 29
FO8D5-5M1 . .................. 10 F9S4-4M15. ... ................. 5 FROV45SC6YL ................ 29
F98D5-5M2 . .................. 10 FAPEBWBSC ................... 12 FROVRAGX4YL............u.t. 29
FO8D5-5M3 ......... ..., 10 FAPBWFC .................... 12 FROVRASC6YL ................ 29
FO8D5-5M5 . .................. 10 FAP6BWFCZ ................... 12 FRRAGX4YL............. ...t 28
FO8D5-5M10 . ................. 10 FAP6WSCZ .............cccvnnn 12 FRRASC6YL ..............o.t 28

38 Prime ltems appear in BOLD.
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