
The wheels have 
locks on them.  

Please make sure 
all are locked 

before operation.

There is a drain 
hose in the rear.  

This is for 
draining 2+hrs 
AFTER usage.

With the lid open, 
you can see a 

temperature sensor. 
DO NOT PLACE 
ITEMS ON THE 

SENSOR!  Please 
make sure to use the 
appropriate basket 
for the items to be 

sterilized.

Basket with 
glassware inside.

There is an 
automatic safety 

valve release port 
on the back for 
excess steam.

Sanyo Autoclave
Model: MLS-3751L

QSGORNL-06

ORNL

The unit power switch 
is located on the side.

Control 
Panel



Ensure the wheel locks are 
in the locked position.B

Turn on the unit power 
switch.C

D

E

Check with Lab Tech for 
setup procedures.

Fill with heating water 
until the tip of the heating 
element is immersed(3.5L 

max).

Press cycle/program selector 
button.B

For advanced 
programming, check the 

user’s manual.C

Press start.D

When unit is complete, 
ensure that pressure is at 

0MPa and that COVER LOCK 
light is out before removing 

sample.

E

With samples inside and 
water filled to proper 
level, close the lid.

A

F

ELECTRICAL HAZARD
This equipment contains electrical 

units that may come into contact with 
skin or liquids.

Turn the unit off and alert 
lab tech that cycle is over 
so that they can drain unit.F

A

For additional help contact the Lab 
Space Manager

HEAT HAZARD
This equipment contains 

elements that produce heat.

PINCH HAZARD
The lid of this unit may catch body 
parts or clothing and create a pinch 

hazard.

CHEMICAL HAZARD
Because chemicals are being 
placed in this unit, chemical 

hazards are present.

FIRE HAZARD
Any improper use of this unit may 

cause a fire hazard. 

EYE PROTECTION
Wear safety glasses while operating.

PROTECTIVE GLOVES
Wear appropriate gloves for heat and 

chemical usage.

NON-SLIP, CLOSED SHOES
Wear non-slip, closed shoes to avoid 

spills.

READ MANUAL
Become familiar with this guide 

before operating.

Ensure that the “COVER 
LOCK” light is out. Using 

handle, open lid. 

Press the “STOP” button 
until it beeps.  The unit is 

now in standby. PREVENTION
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