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Data Applications
50Ω Coax Cables, RG8 Type

Data Applications
50Ω Coax Cables, RG213 Type

Part Number Conductor Dielectric Shields Jacket Cable Nominal Nom Nom Nominal
Safety Rating Size & Type Type Type & Coverage Type & Color & Capacitance Vel. Imp. Attenuation

Nom DCR Nom OD Nom DCR Thickness Dimensions of
kft / km in / mm kft / km in / mm in / mm. pF/ft   pF/m Prop. MHz dB/100’ dB/100m

3247 13 AWG  Solid PE AL foil and Flame- Black 29.5  96.8 66% 50Ω 1 0.23 0.74
Stranded BC .285/7.24 96% TC braid retardant .410/10.4 10 0.55 1.80

(7x21) 1.2Ω/3.9Ω PVC 50 1.60 5.25
1.8Ω/6.1Ω .045/1.1 100 2.20 7.22

200 3.20 10.50
400 4.70 15.42

NEC CL2 700 6.90 22.64
900 8.00 26.25

3249 13 AWG  Solid PE AL foil and PVC Black 29.5  96.8 66% 50Ω 1000 8.90 29.20
Appliance Stranded BC .285/7.24 96% TC braid .045/1.1 .405/10.3

(7x21) 1.2Ω/3.9Ω
1.87Ω/6.1Ω

AWM 1354

7815 Triaxial 11 AWG  Foam PE Inner: Inner: Black 26.0 85.3 78% 50Ω 1 0.17 0.56
Stranded BC .285/7.24 95% BC braid PE .480/12.2 10 0.57 1.87

(7x19) 1.1Ω/3.6Ω .030/.76 50 1.20 3.94
1.2Ω/3.9Ω 100 1.80 5.91

Outer: Outer: 200 2.70 8.86
95% BC braid PE with 400 4.20 13.78

2.1Ω/6.9Ω Floodant 700 5.80 19.03
.030/.76 900 6.70 21.98

Outdoor/Flooded 1000 7.10 23.30

Specifications subject to change without notice.

Part Number Conductor Dielectric Shields Jacket Cable Nominal Nom Nom Nominal
Safety Rating Size & Type Type Type & Coverage Type & Color & Capacitance Vel. Imp. Attenuation

Nom DCR Nom OD Nom DCR Thickness Dimensions of
kft / km in / mm kft / km in / mm in / mm. pF/ft   pF/m Prop. MHz dB/100’ dB/100m

7713 13 AWG  Solid PE 95% BC braid Flame- Black 30.8 101.0 66% 50Ω 1 0.18 0.59
Appliance Stranded BC .285/7.24 1.2Ω/3.9Ω retardant .405/10.3 10 0.62 2.03

(7x21) PVC 50 1.50 4.92
2.0Ω/6.6Ω .045/1.1 100 2.10 6.89

200 3.00 9.84
400 4.80 15.75
700 6.50 21.33
900 7.60 24.94

AWM 1354 1000 9.20 30.18

Specifications subject to change without notice.
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Cable Fire Ratings Matrix Continued
for coax cables

PE Jacketed  For  Direct  Burial  Applications

PE  Jacketed  For  Direct  Burial  Applications

PE Jacketed  For  Direct  Burial  Applications

PE Jacketed  For  Direct  Burial  Applications

PE  Jacketed  For  Direct  Burial  Applications

Permissable 
Page AWM Permissable Substitutions per NEC Substitutions

RG type Part No. No. Rating per CEC

CMP CMR CM/ CMX CL2P CL3P CL2R CL3R CL2 CL3 CL2X CL3X FPLP FPLR FPL CATVP CATVR CATV CATVX CMP CMR/ CM/
50 Ohm CMG CMG CMH

2100V 139 X * * * X

2104V 139 X * * * X

3104 139 X * * X

3130 139 X * X

3135 139 X * X

3136 139

3139 139 X * X

3247 140 X

3249 140 1354 X

7815 140

7713 140 1354 X

7714 141 1354 X

2280K 141 X * * * X

0623 143 X * * X

0624 143 X * * X

0668 143 X * * X

0669 143 X * * X

0670 143 X * * X

2125K 128 X X

2426K 128 X X

2427K 128 X X

7725 129

7726 129 X X

3222 129

3226 129

3228 129 X X

3227 129

3229 129 X X


