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FELK Building Air and Waste Controls Description
TDB80009 Rev 1
Operating Philosophy

Purpose:

The purpose of the air and waste systems operation is to:

a) Provide an operator indication of the air pressure on the 2 inch compressed air header in
the Klystron building

b) Provide high leve operator darms (driven by leve switches) for the sump in the Linac
tunnd and the x sumps in the Klystron building.

Assumptions. There are two pumps and one leve switch in each sump. Control of these pumpsis
provided by loca control equipment that is provided by the General Contractor and has no
interface with CF Controls level switches in the sumps.

Operator Controls and Operating Modes
None

OPERATOR INTERFACE DEFINITIONS

Loca Hardware/Manua Operator Controls
None

Software HMI/EPICS Digital Operator Controls
None

Software HMI/EPICS Digita Diplays
1) Leve Switch Status for each sump (LSH 8201, LSH 8300, LSH 8301, LSH 8302, LSH
8303, LSH 8304, LSH 8305)

Software HMI/EPICS Anaog Operator Controls
None

Software HMI/EPICS Anaog Displays
1) Compressed air header pressure (PT6300)

Alams

1) Klystron air header pressure high and low
2) Sumplevd high

Control Logic Description

None



Screens

Conventional Facilities

FE/LINAC/Klystron Comp. Ai

- Alarm Handler |

LA

Front End Bullding

iﬁbﬂﬁéﬂﬁiqﬁal Facilities

LINAC/Klystron Proc¢ Waste

Front End Building

WL
Kyt

LA

T

= '
] s
FefL =l Pl =10

AEE s smsEEpEER s EE R A AR
' = '
- rE-- il
N P - 0 P T
~ =R =i P L= F=Rl =Lk

A I e

'
Fa=

.....tJ




